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SUMMARY

Engineering design of aerospace structures requires a detailed structural analysis. Due

to the immense and well-known bene�ts of composite materials over conventional struc-

tural materials, they constitute a large and rapidly growing industry, necessitating holistic

modeling tools. Industries resort to the use of standardized 3-D Finite Element Methods

(FEM) for this purpose. While 3-D FEM is versatile and well-established for successfully

simulating complex structural problems, but the FEM tools invariably are extremely slow,

expensive to maintain and computationally intensive.

As a complement to conventional FEA, state-of-the-art Variational Asymptotic Method

(VAM) is being employed which is very fast, provides rigorous physics based material

models for composites while ensuring ef�ciency and accuracy. In the present work, some

major issues with use of VAM-based framework for solving thin-walled structures have

been identi�ed and �xed. Further, the overall framework has been facilitated with analy-

sis of piezoelectric materials, analysis involving structural damping and a method to ob-

tain, store and visualize time-histories of 3D stresses, strains and displacements. Finally, a

method to use dimensional reduction techniques for solving beam-like structures involving

complex and intricate 3-D geometries is demonstrated. Thus, the present work expands

the scope of VAM-based beam theory and provides extensive validation for implemented

techniques against commercially available 3-D FEM tools.

xxi
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CHAPTER I

INTRODUCTION

Structural analysis is a study which explains the behavior of a component or a combination

of those, under a given set of conditions. It is a key step in the overall engineering design of

components. Knowingly or not, people have been using the concepts of structural analysis

throughout history. This fact is evident largely by the presence of ancient monuments,

bridges, and even the tools that were used to make them. It is believed that ancient engineers

would have some kind of empirical rules, procedures, tests, and information from previous

experiences that helped them complete tasks, which today are components of structural

analysis. Sir Isaac Newton laid out the fundamentals of structural analysis in the17th

century and we have seen tremendous progress in this �eld over the last 150 years.

To perform structural analysis, one must determine information such as structural loads,

geometry, boundary conditions, and material properties. The results of such an analysis

typically include stresses and displacements. This information is then compared to the

criteria of failure. Advanced structural analysis may examine dynamic response, stabil-

ity, and non-linear behavior. There are multiple ways to perform the analysis and each

method is based on three fundamental relations: equilibrium equations, constitutive law,

and compatibility equations. The present work deals with the structural analysis of beam-

like structures in aerial vehicles, such as rotor blades and aircraft wings. These structures

are typically designed with a gentle out-of-plane curvature and pre-twist. During the �ight,
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they undergo large displacements and rotations, making it important to employ a geomet-

rically non-linear analysis for design.

1.1 Background and Motivation

Over the past few decades, composite materials have revolutionized the �eld of aerospace

structural engineering due to their effective reduction in weight for the desired stiffness

properties, directional nature facilitating tailorability and their excellent fatigue behavior.

The American Composite Manufacturer's Association (ACMA) projects that the market

size of composite materials in the �eld of aerospace engineering would be approximately

$15B by 2021, after seeing a compounded annual growth rate of almost 10%, the largest

for any industry. With the introduction of composite materials, however, aircraft structures

have become very complex in their design. Among those, beam-like structures such as

rotor blades and aircraft wings can be solved using conventional beam theories or by tech-

niques in elasticity. Although conventional beam theories are fast, the results are seldom

satisfactory. Consequently, because of the complex designs and the use of composite mate-

rials, the analysis is thought to be best carried out using 3-D Finite Element Method (FEM).

FEM is a numerical method for solving partial differential equations generated by the same

theories of mechanics. 3-D FEM facilitates high-�delity modeling of complex geometries

with accurate and reliable results.

However, there are some obvious drawbacks: invariably all FEA tools are computation-

ally expensive as compared to beam modeling tools, often by two to three orders of magni-

tude. For example, a single simulation to analyze a composite aircraft wing could typically

take a few weeks, even on state-of-the-art computer systems. To make matters worse, FEA

results frequently disagree with results from lab experiments and �ight tests. This stems

from irrelevant and unnecessary assumptions inherent in the models, usually obtained by

generalizing legacy models for metallic structures. The annual licenses for commercial

available 3-D FEA tools are too expensive for medium/small-scale manufacturers, who do
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not use the software throughout the year and also need to install and maintain high-end

workstations or clusters to run such software. Another aspect often overlooked is how

labor-intensive even the modeling process can become for complex layups and geometries.

With the motivation to develop a fast and user-friendly, computationally ef�cient method

for analysis of complex beam-like aerospace structures, Variational Asymptotic Method

(VAM) was employed for the �rst time almost 30 years back by Hodges et al. Building

on Berdichevsky's work n the 1970s, a beam theory to perform structural analysis was

developed which is termed as Nonlinear Composite Beam Theory. With the application of

this theory, computational time is reduced by multiple orders of magnitude. One may argue

that the 1990s were actually the times to focus on developing tools which were fast because

the computers were slow, bulky and expensive. The advent of clever ways of manufacturing

integrated circuits has led to a signi�cant reduction in the cost of computation since then.

With the developments in computer architecture, there has been a reduction in the size of

electronic components as well. This is an interpretation of Moore's law, which assented that

the cost of computing would decrease as we go forward in time. The empirical data which

is the basis of this law, now shows that the Moore's law is more or less dead. This is also

con�rmed by researchers at MIT and Intel. Thus, we can no longer count on computers

getting faster and cheaper. Consequently, developing and using tools based on reduced-

dimensional modeling remains a priority, as they are fast, accurate, reliable as well as

computationally ef�cient.

But how did we really get to the development of a comprehensive Nonlinear Composite

Beam Theory? First the need for a beam theory to solve such complex problems is estab-

lished to save computational costs and user labor. Indeed, almost any beam theory can

transform a 3-D problem into a sectional 2-D analysis and a 1-D beam analysis, but in the

process they end up making a lot of assumptions. It is not explicitly written but even the

simplest theories by Euler-Bernoulli or St. Venant, which aim to solve for extension, bend-

ing and torsion in beam, also follow the aforementioned dimensional reduction procedure.
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These are just a few dominant modes of deformation out of the many possibilities are most

commonly observed. Then, Timoshenko introduced the transverse shear deformations by

considering the rotations of the cross-sections with independent degrees of freedom. Also,

Vlasov [165] showed the effect of restrained warping at the boundaries, penetrating the

interior solutions in thin-walled open section beams. Even though these beam theories at-

tempt to capture some of the deformation modes which require deep understanding of the

behavior of beams, there are still some assumptions made a priori which affect the accuracy

of the solution as the complexity in the original problem increases. Some of the beam theo-

ries have inconsistencies within the assumptions or presuppose decoupling of the different

modes of deformation, leading to inaccuracies. A comprehensive set of information on this

and other developments related to beam theories is given by Hodges [69].

1.2 Existing Literature on Beam Theories

As discussed, for a complete solution of a beam problem, we need the results from a sec-

tional analysis and a 1-D beam analysis. Several outstanding methods can determine the

sectional constants and recover 3-D outputs once the 1D variables are solved for. Among

the �rst ones, Borri and his co-workers [20, 51] based their approach on linear elasticity and

extracted a 6� 6 cross-sectional stiffness matrix using the principle of virtual work. Well-

known tools such as BECAS [19] and NABSA [51] are based on this approach. Ghiringelli

et al. [50] introduced a novel approach where the sectional properties are obtained by mod-

eling the cross section as a slice of 3-D �nite elements. In a recent work [14], Bauchau

and Han performed the cross-sectional analysis aligned with the three-dimensional elastic-

ity based on a Hamiltonian formalism. This approach involves the use of �nite elements

as well and was further updated by them in Ref. [59] to include nonlinearities. Another

rigorous methodology is the Formal Asymptotic Method (FAM) wherein the asymptotic

analysis is applied directly to the governing equations as opposed to a variational equiv-

alent. The analysis begins by using the slenderness ratio to de�ne a `slow' and `fast' set
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of coordinates; for example, the slow coordinates, would refer to the cross-sectional coor-

dinates divided by the slenderness ratio; and the axial coordinate. Buannic and Cartaraud

[21] employ the FAM to develop a theory for beams whose elastic moduli varied peri-

odically along the beam. Ref. [76] presents a structural model based on a mixed force

and displacement method. The results were validated for both open and closed section

beams. The method of extraction of cross-sectional properties followed by Dong and his

co-workers [44, 45, 83] is to obtain the displacements from 3D elasticity (such as Iesan's

solutions [73]), from which equivalent section properties are obtained. Another method,

which performs a rigorous dimensional reduction using the ideas of an axiomatic hypoth-

esis and an asymptotic expansion method is Carrera Uni�ed Formulation (CUF) [24]. The

displacement �eld is written as a series using Maclaurin polynomials for the cross-sectional

coordinates with unknown coef�cients dependent on the axial coordinate. These are then

evaluated using a �nite element approach. In order to reduce the computational effort, an

asymptotic analysis is used to detect and eliminate the degrees of freedom which are not

relevant to the problem. Various cross sections have been studied using this method [26]

and it was shown that the model was able to satisfactorily predict natural frequencies [23].

Silvestre and Camotim [154, 155] construct a Generalized Beam Theory (GBT) for com-

posite thin-walled beams starting from classical plate theory. The kinematics are developed

based on the thin plate assumptions of the Love-Kirchhoff model and the principle of vir-

tual work is used to obtain the �nal governing equations of the problem. Two models are

developed: a �rst-order theory for geometrically linear analysis and a second-order theory

for linear stability analysis by including the appropriate nonlinear terms in the kinematics.

Apart from the research articles mentioned above, there is a plethora of extraordinary

research articles concerning the geometrically exact equations pertaining to the 1D beam

analysis. Some of the research works that serve as a background or even remotely relate

to the work done in this thesis, are mentioned in this section. Reissner [141] was one of

the �rst works to present a large-displacement �nite-strain beam theory. The �nite rota-
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tions in this work were described using Rodrigues rotation parameters. The concept of

intrinsic equations was also introduced. Wempner [177], in his work related to mechanics

of thin bodies, developed the equations for thin, curved and twisted rods using the prin-

ciple of virtual work. The 1-D geometrically nonlinear beam equations of Hodges [67]

have found application in the mixed-variational formulation of GEBT (Geometrically Ex-

act Beam Theory) [186] which is used to solve the 1-D beam problems in this work. The

work by Hodges [67] supersedes the well known research works in the literature on rotating

beams i.e. Refs. [71] and [66]. Those 1-D beam equations are also the foundation of the

fully intrinsic form used in NATASHA (Nonlinear Aeroelastic Trim and Stability of HALE

Aircraft) [130].

Despite the presence of the above-mentioned works, a signi�cant amount of time is

being spent by people in industry as well as academia while working to develop or use

composite beam theories withad hocassumptions. A study of the literature over the last

few years leads to several developments which are based on assumptions that simply render

the theories useless for complex problems. For example, in Ref. [110], the cross section

is assumed to be rigid and the out-of-plane warping to be the St. Venant solution for

isotropic beams, though the development is for composite materials. The Euler-Bernoulli

formula for the de�ection of a simply supported beam is used for the analysis of a rein-

forced concrete beam with carbon �ber reinforced composites [157]. Further usage of the

Euler-Bernoulli beam theory is seen in Refs. [29, 89, 178] for studies of vibration sup-

pression in structures with complex deformation phenomena. For micro- and nano-scale

structures, Refs. [7, 36, 109, 168] provide solutions based on beam theories with couple-

stresses, strain gradients, etc.

1.3 Scope of the Present Work

In this work, unlike many existing beam theories and modeling approaches, the Variational

Asymptotic Method (VAM), formulated by Berdichevsky [15], and the Decomposition of
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Rotation Tensor (DRT), by Danielson and Hodges [42], are proposed for complex beam-

like structures. This allows for a beam-like formulation that is free of ad hoc assumptions.

This is a synergistic approach where the computationally inexpensive nature of beam mod-

eling using the VAM is combined with modeling procedures usingsectional�nite elements

to obtain reliable models for high-�delity, multiphysics simulations. The result is a system-

atic derivation of the cross-sectional constitutive relations and a set of geometrically exact,

one-dimensional (1-D) beam equations of motion. Variational Asymptotic Beam Section

(VABS) is a computationally ef�cient yet asymptotically correct tool for the cross-sectional

analysis. It has been developed with the objective of capturing the cross-sectional behavior

of composite beams. Additionally, it can recover detailed 3-D stress and strain �elds for the

entire structure using inputs from the 1-D global analysis. The 1-D nonlinear beam analysis

can be done using a tool called GEBT based on the mixed formulation of the geometrically

exact beam theory.

Through the present work, signi�cant advancements to the overall framework i.e. the

cross-sectional analysis and the stress-strain recovery using VABS as well as the capabil-

ities of the 1-D beam analysis using GEBT, are described. The cross-sectional analysis

through VABS led to non-physical results while solving initially curved thin-walled beams

or beams with thin composite layers. Chapter II contains information on a detailed inves-

tigation of these non-physical effects, lists various ways to solve the problem and �nally

proposes fundamental changes to be implemented in the current formulation. The chap-

ter also evaluates results obtained from thin-walled beam theory against VABS and 3-D

FEM. Further, suitable methodologies to implement damping and understand piezoelec-

tric effects have been worked upon and demonstrated in Ch. V. This is done by modifying

the underlying theory behind 1-D Geometrically Exact Beam Theory (GEBT). Another

methodology for storing and retrieving time histories of stresses and strain through auto-

mated high-�delity stress-strain recovery has been carried out in Ch. VII and compared

against 3-D FEM. Apart from this, a methodology has been developed to solve beam-like
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structures such as aircraft wings, which have complex 3-D internal geometry with aperiod-

icity and inhomogeneity. Such a technique facilitates an accurate analysis of aircraft wings

which is a daunting, time-consuming task. It is generally considered during detailed design

phase and is suitable for an optimization framework. This unique methodology has been

demonstrated in Ch. VIII. Finally, a summary of all the accomplishments in this disserta-

tion is present in Ch. IX along with interesting ideas, applications and diverse branches of

the 'tree of innovation' where the present work can �nd suitable applications. Overall, the

present additions not only improve the existing features of the tools but also expand the

scope of the underlying theory for computationally effective structural analysis.
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Part 2

Cross-Sectional Analysis (2-D)
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CHAPTER II

VARIATIONAL ASYMPTOTIC METHOD

2.1 Introduction

The entire 3-D analysis for a beam-like structure is summarized in Fig. 2.1. As described

in Chapter I, with the help of decomposition of rotation tensor, the overall 3-D analysis is

split into two parts, viz. the 2-D cross sectional analysis using VAM and the 1-D beam

analysis done using GEBT. This is followed by 3-D recovery where 3-D stresses, strains,

and displacements for the beam are obtained. The 2-D sectional analysis requires infor-

mation on cross-sectional geometry, material properties and information on the initial twist

and curvatures, if any. The6 � 6 stiffness and mass matrices contain the 1-D sectional

elastic and inertia constants obtained from 2-D sectional analysis, for a given cross section.

These matrices are used as inputs to GEBT to solve for 1-D displacements variables of the

beam reference line. Finally, the 3-D variables are computed using cross-sectional recov-

ery process which uses the 2-D warping solutions from the sectional analysis, the material

matrix and the 1-D displacements.

This chapter speci�cally deals with improvements in the 2-D sectional analysis. In

VAM, the strain energy density of a cross section is written in terms of small parameters.

These small parameters typically includeb << l andb << R , whereb is a characteristic

cross-sectional dimension,l is the wavelength of deformation andR is the radius of curva-

ture/twist. The VAM applies an asymptotic expansion in terms of these small parameters
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Figure 2.1: Summary of the existing beam analysis procedure

of the energy functional instead of the system of differential equations, thereby making the

modeling procedure more compact, less cumbersome, versatile and variationally consis-

tent. This cross-sectional modeling capability was later extended to include re�nements

such as transverse shear and effects of initial curvature and twist [27, 28, 133, 188]. An

update on the variational asymptotic procedure with many such developments was pro-

vided by Yu et al. [187] and by Ho [65]. Some recent advancements to the cross-sectional

analysis with regards to cross-sectional obliqueness and high-�delity stress-strain recovery

have been made by Rajagopal [138]. VAM has been proven effective and ef�cient to ana-

lyze sections such as strips, initially curved and/or twisted strips, open- and closed-section

beams, springs and even initially curved and twisted asymmetric thin-walled, open-section

beams in several papers [147, 189, 87, 55]. A comprehensive validation study for a VAM-

based beam analysis against 3-D FEA for rotor blades is presented by Chen et al. [34].
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These results are suf�cient to demonstrate that a VAM based technique can produce results

with an accuracy comparable to that of the 3-D FEA while reducing computational effort.

2.2 Beam Kinematics

Figure 2.2: Schematic of Beam Deformation

In the present approach, a beam as seen in Figure 2.2, can be represented by a reference

line r in the undeformed state and an undeformed reference cross section atx1. The sec-

tional co-ordinates arex � , where� = f 2; 3g. The beam undergoes deformation such that

the reference line in deformed state is represented byR and the cross section is allowed to

warp. To simplify and facilitate the understanding of cross-sectional analysis, the present

work neglects the obliqueness of the cross section that may be present in a given beam ge-

ometry. The present approach makes use of three coordinate frames (a, bandB) following

Hodges [69], witha as a global body-attached frame,bas the undeformed beam reference
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frame andB as the deformed beam reference frame. The orthonormal triad of unit vectors

b i is speci�ed at each point alongr , such that,b1(x1) always remains tangential to the

undeformed reference curve. The position vector of any point in the undeformed beamr̂ is

given as

r̂ (x1; x2; x3) = r (x1) + x � b � (x1) (2.1)

wherer is the position vector of the points along the reference line. After deformation, the

particle that had position vectorr̂ in the undeformed state now has the position vectorR̂ in

the deformed state. Another orthonormal triadB i for deformed con�guration are speci�ed

at each point alongR which is related tob i asB i = CBb
ij b j = Cij b j . The position vector

of an arbitrary point in the deformed state denoted byR̂ (x1; x2; x3) can now be expressed

as

R̂ (x1; x2; x3) = R(x1) + x � B � (x1) + wi (x1; x2; x3)B i (x1) (2.2)

where the functionswi are the warping displacements, subject to constraints

hwi (x1; x2; x3)i = 0

hw2;3(x1; x2; x3) � w3;2(x1; x2; x3)i = 0
(2.3)

for unique warping solutions, where

h�i =
Z b

2

� b
2

Z h
2

� h
2

(�) dx2dx3

Using the decomposition of rotation tensor [42], the Jaumann-Biot-Cauchy strain tensor

can be expressed as

� ij =
1
2

(� ij + � ji ) � � ij (2.4)

where� ij is the Kronecker symbol, and� ij is the mixed-basis component of the deforma-
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tion gradient tensor, de�ned by Ogden (Ref. [126]), such that

� ij = B i � G kgk � b j (2.5)

with G k as the covariant base vectors of the deformed con�guration andgk as the con-

travariant base vectors of the undeformed con�guration, which are tangent to the coordi-

nate curves. The covariant base vectors of the undeformed con�guration can be obtained

from beam kinematics as

g1 = b1 + x � b0
� = (1 � x2k3+ x3k2)b1 � k1x3b2 + x2k1b3;

g� = b �

(2.6)

where� = f 2; 3g. The contravariant base vectors of the undeformed con�guration, which

are normal to the coordinate curves are described by Wempner [177] as

gi =
1

2
p

g
eijk (gj � gk) (2.7)

where

g = det

2

6
6
6
6
4

g1 � g1 g1 � g2 g1 � g3

g2 � g1 g2 � g2 g2 � g3

g3 � g1 g3 � g2 g3 � g3

3

7
7
7
7
5

= det( gi � gj ) (2.8)

Further evaluation of the expression above yields

p
g = 1|{z}

g0

� x2k3 + x3k2| {z }
g1

= g0 + g1 (2.9)

The categorization of the terms in Eq. (2.9) is done based on the order of the terms involved.

For example,g0 = O(� 0), zeroth order in strain, subsequently,gi = O(� i ), wherei is a non-
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negative integer. The inverse of
p

g can be expanded using Taylor series

1
p

g
=

1
1 � x2k3 + x3k2

=1 + ( x2k3 � x3k2) + ( x2k3 � x3k2)2 + O(k3
i )

= g0 + g1 + g2 + O(k3
i )

(2.10)

This equation was expanded up through the linear term by Yu et al. [187]. But Ra-

jagopal [139] demonstrated the need for expansion up through the quadratic term for an

asymptotically correct expansion of the strain energy in problems involving initial curva-

ture. Further, it is shown in [138] that this term needs to be expanded up through the

fourth order in curvatures for a 3-D recovery of higher �delity as described in Sec. 7.1. So,

Eq. (2.10) now becomes

1
p

g
=1 + ( x2k3 � x3k2) + ( x2k3 � x3k2)2 + ( x2k3 � x3k2)3 + ( x2k3 � x3k2)4 + O(k5

i )

= g0 + g1 + g2 + g3 + g4 + O(k5
i )

(2.11)

Further, the 1D generalized strain measures can be de�ned in the intrinsic form as


 = C bB � R 0 � r 0 (2.12a)

� = C bB � K � k (2.12b)

where theC quantities are rotation tensors,K is the curvature vector of the deformed beam

reference line,k is the curvature vector of the undeformed beam reference line,
 11 is the

extensional strain,� 1 is the elastic twist,� 2 and� 3 are the elastic bending curvatures. These

quantities represent the kinematics of the beam deformation and are the same as whether
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the beam is thin-walled or not. Furthermore,K andk can be written as:

fK = ( C BA )0 � C AB (2.13a)

ek = ( C bA)0 � C Ab (2.13b)

From Eqs. (2.12) and (2.13), the generalized strain displacement relations [68] can be ob-

tained as


 = C(e1 + u0+ eku) � e1 (2.14a)

eK = � C0CT + CekCT (2.14b)

where� = K � k, k = bk1 k2 k3 cT , e1 = b1 0 0 cT andC is the transformation matrix

based on Wiener-Milenković rotation parameters. Also, it is to be noted thatCBa = CbaC.

2.3 Mathematical Formulation

The behavior of beams is governed by the extended Hamilton's Principle as shown

Z t2

t1

[� (K � U ) + � W]dt = 0 (2.15)

wheret1 andt2 are arbitrary �xed times,K is the kinetic energy,U is the strain energy,�

is the Lagrangian variation for a �xed time, and� W is the virtual work by applied loads.

Here the bar on� W indicates that it is a single quantity and not the variation of a functional

W. Strain energy is written as

U =
Z L

0
hh� T � ii dx1 (2.16a)

hh�ii = h�
p

gi (2.16b)
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assuming that the material is linearly elastic and thus satis�es Hooke's law

� = D� (2.17)

where � is the 3-D strain and is written as� = b � 11 2� 12 2� 13 � 22 2� 23 � 33 cT . Here, x i

represents the beam coordinate frame such that the unit vectorx1 points along the span of

the beam andx2, x3 are corresponding cross-sectional coordinates for the cross section.

Warping functions are assumed to be of the order of the strain with assumption of small

local rotations. Thus, the product of warping and 1-D generalized strains may be neglected

and the 3-D strain �eld can be written as

� = � aw + � � � + � Rw + � `w0 (2.18)

where� a is a 6� 3 matrix, sparsely populated with operators of derivatives with respect

to the cross-sectional coordinates as described in Eq. (2.19). The other symbols (i.e.,� e,

� R and � ` ) are de�ned in Eqs. (2.20), (2.21) and (2.22) respectively. These symbols in

Eq. (2.18) are further de�ned and derived in Ref. [69].

� a =

2

6
6
6
6
6
6
6
6
6
6
6
6
6
6
4

0 0 0

@
@x2

0 0

@
@x3

0 0

0 @
@x2

0

0 @
@x3

@
@x2

0 0 @
@x3

3

7
7
7
7
7
7
7
7
7
7
7
7
7
7
5

(2.19)
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� � =
1

p
g

2

6
6
6
6
6
6
6
6
6
6
6
6
6
6
4

1 0 x3 � x2

0 � x3 0 0

0 x2 0 0

0 0 0 0

0 0 0 0

0 0 0 0

3

7
7
7
7
7
7
7
7
7
7
7
7
7
7
5

=
1

p
g

� � =
4X

i =0

gi � � (2.20)

� ` =
1

p
g

2

6
6
6
6
6
6
6
6
6
6
6
6
6
6
4

1 0 0

0 1 0

0 0 1

0 0 0

0 0 0

0 0 0

3

7
7
7
7
7
7
7
7
7
7
7
7
7
7
5

=
1

p
g

� ` =
3X

i =0

gi � ` (2.21)

� R =
1

p
g

2

6
6
6
6
6
6
6
6
6
6
6
6
6
6
4

� hR � k3 k2

k3 � hR � k1

� k2 k1 � hR

0 0 0

0 0 0

0 0 0

3

7
7
7
7
7
7
7
7
7
7
7
7
7
7
5

=
1

p
g

� R =
3X

i =0

gi � R (2.22)

where

� hR = k1

�
x3

@
@x2

� x2
@

@x3

�
(2.23)
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A detailed derivation of the 3-D strains and the expressions for strain energy density (strain

energy per unit length) is presented in Ref. [69]. The derivation was updated by Yu et

al. [187]. Further, to do the dimensional reduction, one must rely on the inherent small

parameters that are generally present in a beam geometry. Denoting the characteristic ra-

dius of initial curvature or twist byR, the two small geometric parameters areb=l and

b=R. Also, there can be additional small parameters associated with the beam problem

depending on the beam geometry and material properties which are discussed in Sec. IV.

Therefore, using the �nite element discretization of the warping �eld [69]

w (x1; x2; x3) = S (x2; x3) V (x1)

w = bw1 w2 w3cT
(2.24)

whereS(x2; x3) are the �nite-element shape functions, the expression for the strain energy

from Eq. (2.16) can be rewritten as

2U = V T EV + 2V T (Da� � + DaRV + Da`V 0) + � T D �� � + V T DRR V

+ V 0T D `` V 0+ 2V T DR� � + 2V 0T D `� � + 2V T DR` V 0
(2.25)

The matrices in the above equation are de�ned carefully with the order of magnitude written

in subscript as

Da� = h(� aS)T D� `Si

= h(� aS)T D� � i
(2.26)

DaR = h(� aS)T D� RSi (2.27)

Da` = h(� aS)T D� `Si (2.28)
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D �� = hh� T
� D� � ii

= h
1

p
g

�
T
� D� � i

= hg0�
T
� D� � i + hg1�

T
� D� � i + hg2�

T
� D� � i

+ hg3�
T
� D� � i + hg4�

T
� D� � i

= D �� 0 + D �� 1 + D �� 2 + D �� 3 + D �� 4

(2.29)

DRR = hh(� RS)T D� RSii

= h
1

p
g

(� RS)T D� RSi

= hg0(� RS)T D� RSi + hg1(� RS)T D� RSi + hg2(� RS)T D� RSi

= DRR 2 + DRR 3 + DRR 4

(2.30)

D `` = hh(� `S)T D� `Sii

= h
1

p
g

(� `S)T D� `Si

= hg0(� `S)T D� `Si + hg1(� `S)T D� `Si + hg2(� `S)T D� `Si

= D `` 2 + D `` 3 + D `` 4

(2.31)
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DR� = hh(� RS)T D� � ii

= h
1

p
g

(� RS)T D� � i

= hg0(� RS)T D� � i + hg1(� RS)T D� � i + hg2(� RS)T D� � i + hg3(� RS)T D� � i

= DR� 1 + DR� 2 + DR� 3 + DR� 4

DR� i +1 = hgi (� RS)T D� � i

(2.32)

D `� = hh(� `S)T D� � ii

= h
1

p
g

(� `S)T D� � i

= hg0(� `S)T D� � i + hg1(� `S)T D� � i + hg2(� `S)T D� � i + hg3(� `S)T D� � i

= D `� 1 + D `� 2 + D `� 3 + D `� 4

(2.33)

DR` = hh(� RS)T D� `Sii

= h
1

p
g

(� RS)T D� `Si

= hg0(� RS)T D� ` i + hg1(� RS)T D� ` i + hg2(� RS)T D� ` i

= DR` 2 + DR` 3 + DR` 4

(2.34)
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and �nally,

E = hh(� aS)T D� aSii

= h(� aS)T D(� aS)
p

gi

= h(� aS)T D� aSg0i
| {z }

E0

+ h(� aS)T D� aSg1i
| {z }

E1

= E0 + E1

(2.35)

After substituting the values obtained above in Eq. (2.25), the total strain energy that is to

be considered is therefore

2U =( V0 + V1 + V2)T (E0 + E1)(V0 + V1 + V2)

+ 2( V0 + V1 + V2)T (Da� )�

+ 2( V0 + V1 + V2)T (DaR )(V0 + V1 + V2)

+ 2( V0 + V1 + V2)T (Da` )(V 0
0 + V 0

1 + V 0
2)

+ � T (D �� 0 + D �� 1 + D �� 2 + D �� 3 + D �� 4 )�

+ ( V0 + V1 + V2)T (DRR 2 + DRR 3 + DRR 4 )(V0 + V1 + V2)

+ ( V 0
0 + V 0

1 + V 0
2)T (D `` 2 + D `` 3 + D `` 4 )(V 0

0 + V 0
1 + V 0

2)

+ 2( V0 + V1 + V2)T (DR� 1 + DR� 2 + DR� 3 + DR� 4 )�

+ 2( V 0
0 + V 0

1 + V 0
2)T (D `� 1 + D `� 2 + D `� 3 + D `� 4 )�

+ 2( V0 + V1 + V2)T (DR` 2 + DR` 3 + DR` 4 )(V 0
0 + V 0

1 + V 0
2)

(2.36)

The terms are now split into orders for the asymptotic analysis. There are two important

observations to be noted. First, the de�nitions of the symbols are such that the order of

any symbol is the sum of all the numbers that appear as subscripts in that symbol. Second,

the order of magnitude separation of terms in the strain energy expression, Eq. (2.36) is

done by considering only the terms of different orders in 3-D strain given by Eq. (2.18).

This can potentially cause an issue in determining correct orders of terms in the strain
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energy expression as each term in that expression contains contribution from the kinematic

variables and material properties. If the multiplication of 3-D strain expression with the

material properties in Eq. (2.16) results in a changed order of magnitudes for the same

terms characterized in Eq. (2.36), then there is a chance that some terms being eliminated

from the strain energy expression at a particular order, are not higher order terms and ought

to be retained. More details on this observation are provided in Sec. 4.2. While minimizing

the strain energy, one needs to also consider the constraints due to warping mentioned in

Eq. (2.3) which are represented in terms of discretized warping variables as

V T Dc = 0 (2.37)

The kernel of� a,  , from Hodges [69] can be used during the development such that

� a = 0 =) E0	 = 0

 = S	
(2.38)

2.3.1 Zeroth-Order Analysis

From Eq. (2.36), the zeroth-order energy can be obtained as

2U0 = V T
0 E0V0 + 2V T

0 Da� � + � T D �� 0 � (2.39)

Keeping track of the warping constraints, the �nal equation for zeroth-order warping is

therefore

E0V0 + Da� � = 0 (2.40)

After considering singularities ofE0 [69], the �nal solution is

V0 = V̂0� (2.41)
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2.3.2 First-Order Analysis

The warping is now perturbed and substituted back in the strain energy. Now, the relevant

terms in the strain energy are those through second-order. However, after the substitution of

the zeroth-order warping solutions in the strain energy expression, the zeroth-order strain

energy is a constant and does not feature in the �rst-order warping calculation. So, the

expression for strain energy after removing the zeroth-order terms can be written as

2U1 = � T D �� 1 � + ( V 0T
0 D `� 1 + V T

0 DR� 1 )�

+ 2V T
0 DaR1 V0 + � � � ��V T

1 E0V0 + V T
0 E1V0 + � � � ��V T

0 E0V1 + 2V T
0 Da`1 V 0

0

(2.42)

Further, the second-order terms in the strain energy can be combined and written in the

following expression as

2U2 = �D �� 2 � + ( � � � ��2V T
2 Da� + 2V 0T

1 D `� 1 + 2V 0T
0 D `� 2 + 2V T

1 DR� 1 + 2V T
0 DR� 2 )�

+ 2V T
1 DaR1 V0 + V T

0 DRR 2 V0 + � � � ��V T
2 E0V0 + V T

1 E1V0 + 2V T
0 DaRV1

+ V T
1 E0V1 + V T

0 E1V1 + � � � ��V T
0 E0V2 + 2V T

1 Da`V 0
0

+ 2V T
0 DR` 2 V 0

0 + 2V T
0 Da`V 0

1

(2.43)

The canceled terms in the above two equations are results of Eq. (2.40). As expected the

second-order warping plays no part in the second-order strain energy (a fact stated in Ref.

[185]). After considerations of the warping constraints, the �nal equation forV1 is

E0V1 =( Dc(	 T Dc)� 1	 T � �)( DR � + DS� 0)

DR = E1V̂0 + ( DaR + D T
aR )V̂0 + DR� 1

DS =( Da` � D T
a` )V̂0 � D `� 1

(2.44)
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The solution after removing the singularities ofE0 may be written as

V1 = V1R � + V1S� 0 (2.45)

Only the terms related withV1 are relevant in the process of the minimization of the strain

energy. After performing integration by parts with respect tox1 to get rid of the derivatives

of V1, the relevant terms are

F = V T
1 E0V1 + 2V T

1 (E1V0 + Da� 1 � + ( DaR + D T
aR )V0 + DR� 1 � )

+ 2V T
1 ((Da` � D T

a` )V
0

0 � D `� 1 � 0)

= V T
1 E0V1 + 2V T

1 (E1V̂0 + ( DaR + D T
aR )V̂0 + DR� 1 )�

+ 2V T
1 ((Da` � D T

a` )V̂0 � D `� 1 )� 0

= V T
1 E0V1 + 2V T

1 DR � + 2V T
1 DS� 0

(2.46)

Keeping the constraints in mind, one can use the standard procedure of the calculus of

variations to solve for the warping �eld. Hence

E0V1 =( Dc(	 T Dc)� 1	 T � �)( DR � + DS� 0)

V1 = V1R � + V1S� 0
(2.47)

where	 is the kernel matrix forE0 andDc is the constraint matrix associated with warping

(i.e., E0	 = 0 andV T Dc = 0, respectively). Using this, we may now obtain the second-

order asymptotically correct strain energy as

2U = � T A� + 2� T B� 0+ � 0T C� 0+ 2� T D� 00 (2.48)
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The matrices in the above equation are de�ned as

A = V̂0
T
Da� + D �� 0 + V̂0

T
E1V̂0 + 2V̂0

T
DaR1 V̂0 + D �� 1 + 2V̂0

T
DR� 1

+ D �� 2 + V̂0
T
DRR 2 V̂0 + 2V̂0

T
DR� 2 + V T

1RD R

B = V̂0
T
Da`1 V̂0 + D T

`� 1
V̂0 + D T

`� 2
V̂0 + V̂0

T
DR` 2 V̂0 +

1
2

(V T
1RD S + D T

RV1S)

+ ( V̂0
T
Da`1 + D T

`� 1
)V1R

C = V̂0
T
D `` 2 V̂0 + V T

1SD S

D =( V̂0
T
Da` + D T

`� 1
)V1S

(2.49)

where

D R =( Dc(	 T Dc)� 1	 T + �) DR

D S =( Da` + D T
a` )V̂0 + D `� 1

(2.50)

To summarize the minimization process, the strain energy functional thus formed in Eq. (2.36)

is minimized with respect to the warping functions and the warping solutions are further

perturbed to obtain asymptotically correct second order approximations of the strain en-

ergy, Eq. (2.48), respectively. The Generalized Timoshenko (GT) transformation now fol-

lows as that given in Ref. [64] and [65] to convert Eq. (2.48) into the following form

2U = � T X� + 2� T Y 
 s + 
 T
s G
 s (2.51)

whereX , Y andG are unknowns to be found to �t Eq. (2.48) in the GT (i.e. shear de-

formable) model, Eq. (2.51). Here matricesX , Y, andG are of the size 4� 4, 4� 4, and

2� 2, respectively. The transformation procedure involves applying 1-D kinematic equa-

tions, constitutive law, and static equilibrium equations. The result is a system of nonlinear

algebraic equations with unknowns consisting of stiffness matricesX , Y, andG. Because

the strain energy, Eq. (2.51) is a quadratic form involving generalized strain measures, one

27



obtains a physically linear one-dimensional model. The cross-sectional stress resultants are

linear in the 1-D generalized strains and can be written in the form

8
>>>>>>>>>>>>>><

>>>>>>>>>>>>>>:

F1

F2

F3

M 1

M 2

M 3

9
>>>>>>>>>>>>>>=

>>>>>>>>>>>>>>;

=

2

6
4

X Y

Y T G

3

7
5

8
><

>:

�


 s

9
>=

>;
(2.52)

After rearranging the terms in the equation above, one obtains a 1-D constitutive law relat-

ing the 1-D generalized resultant forces on the beam cross section to the 1-D generalized

strains as 8
>>>>>>>>>>>>>><

>>>>>>>>>>>>>>:

F1

F2

F3

M 1

M 2

M 3

9
>>>>>>>>>>>>>>=

>>>>>>>>>>>>>>;

=

2

6
6
6
6
6
6
6
6
6
6
6
6
6
6
4

S11 S12 S13 S14 S15 S16

S21 S22 S23 S24 S25 S26

S31 S32 S33 S34 S35 S36

S41 S42 S43 S44 S45 S46

S51 S52 S53 S54 S55 S56

S61 S62 S63 S64 S65 S66

3

7
7
7
7
7
7
7
7
7
7
7
7
7
7
5

| {z }
S

8
>>>>>>>>>>>>>><

>>>>>>>>>>>>>>:


 11

2
 12

2
 13

� 1

� 2

� 3

9
>>>>>>>>>>>>>>=

>>>>>>>>>>>>>>;

(2.53)

where S is the 6� 6 sectional stiffness matrix. The Eq. (2.53) can be written in a condensed

form as 8
><

>:

F

M

9
>=

>;
=

2

6
4

A B

B T D

3

7
5

8
><

>:




�

9
>=

>;
(2.54)

whereA,B andD are the 3� sub-matrices of the stiffness matrix S and have no relation

with the matrices used in laminate theory.F = [ F1 F2 F3 ]T , M = [ M 1 M 2 M 3 ]T , 
 =

[ 
 11 2
 12 2
 13 ]T and� = [ � 1 � 2 � 3 ]T as shown. Apart from this, one also obtains the 6� 6

inertia matrix[I ] from the cross-sectional analysis as part of the Eq. (2.55) which is written
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as 8
><

>:

P

H

9
>=

>;
= [ I ]

8
><

>:

V




9
>=

>;
(2.55)
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CHAPTER III

THIN-WALLED BEAM THEORY

Thin-walled structures consist of thin-walled beams, plates, and shells. The aerospace in-

dustry led the evolution in the design of thin-walled structures followed by other industries

in order to reduce weight for similar or higher load-bearing capacity. In general, beams

have one dimension much larger than the other two dimensions, commonly referred to as

cross-sectional dimensions. Some of the examples in the aviation industry are the high

aspect-ratio wings or rotor blades. In the case of a thin-walled beam, all the three dimen-

sions are signi�cantly different from each other by at least an order of magnitude. For ex-

ample, the length of a thin-walled beam is termed as the largest dimension in the geometry

and the wall thickness is the smallest, with the characteristic dimension of the cross section

in between. Such thin-walled beams can be analyzed in multiple ways. The thin-walled

beam theory presented by Bauchau and Craig in Ref. [13] is popular and is being widely

used for engineering applications. It makes an assumption that the non-vanishing compo-

nents of stresses are the axial component and the transverse shear component tangential

to the contour of the cross section. Using nonlinear composite beam theory described in

Sec. 2.3 developed by Hodges et al. [69], this work presents results for a Z-section beam

as shown in Sec. 3.1. The thickness of the Z-section beam is treated as a parameter and is

varied over a range of values. The results obtained from the VAM are then compared with

thin-walled beam theory solutions and solutions obtained from commercially available 3-D
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�nite element tools.

Through this work, an exhaustive use and veri�cation of VABS based on the VAM

is presented for thin-walled beams especially the thin-walled structures with asymmetry

and an open section. Note that, for thin-walled open section beams, there exists another

capability in VABS to model using Generalized Vlasov (GV) theory which provides a

5� 5 stiffness matrix as opposed to a 6� 6 stiffness matrix obtained by using Generalized

Timoshenko (GT) model which captures shear deformation effects. The cases presented

did not involve torsional loads so a GT model was used to obtain shear stress variations in

the cross section of the Z-section thin-walled beam.

Results in Sec. 3.1 show that thin-walled beam theory is asymptotically correct but

is limited to modeling thin-walled beams as a combination of lines or curves as opposed

to areas in VABS. Obtaining asymptotically correct solutions with variations in the cross

section along with a capability to model beams made up of composite materials easily

and ef�ciently as compared to 3-D FEM, provides a reason to use VABS over any other

simulation tool for engineering applications.

3.1 Thin-Walled Beam Theory vs. VAM

This work presents a comparison of the solutions obtained using VAM to those obtained

using the TWBT, for a speci�c case of a Z-section thin-walled beam. Cases for thin-walled

beams using the variational asymptotic method have been analyzed and presented in sev-

eral papers [147, 87, 189]. These include simple sections such as strips, initially curved

and/or twisted strips, I-section beams as open sections, box beams as closed sections, and

springs as initially twisted and curved beams. These are suf�cient to demonstrate that

VABS can produce results with an accuracy comparable to that of 3-D �nite element codes

(and thin-walled beam theory/elasticity solutions, when available). The purpose of this

work is to present results for a thin-walled Z-section beam and compare results with thin-

walled beam theory solutions and Finite Element Methods (FEM). Z-section beams are not
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very common, but the most important application as purlins is quite common in the civil

engineering �eld. Soon, thin-walled Z-section beams may appear as spars in aerospace

engineering applications, but that would depend on whether the saving in weight is signi�-

cant compared to the loss in strength to compensate with a different design of beam. In this

work, a thin-walled Z-section beam is considered with a parametric variation in the web

angle with respect to the horizontal axis (x2) and a parametric variation of the ratiob=h

(referred to as� in this text), which is the ratio of the �ange length to the web length for the

Z-section as shown in Fig. 3.1. Initially, the web angle is set at� = 60� , and the parameter

Figure 3.1: Sample Z-section with notations

� = b=h= 3=8. In that scenario, a solution using the thin-walled beam theory as described

in Ref. [13] shows that the shear �ow along the web is constant. The shear �ows in the two

�anges of the Z section and the web, have been obtained and veri�ed to be correct through

the thin-walled beam theory. When the parameter� is manipulated from 0.5 to 1.0, the

shear �ow along the web approaches a constant at a particular value of� = b=h= 3=8 and

when the web angle of Z section with the horizontal is60� . It appears that this constant

shear �ow, is due to the alignment of the principal axis of bending with the web for this

case, and therefore there is no axial stress along the web.

It is observed that for a particular value of� , there exists a speci�c value of web angle

where the shear �ow along the web attains a constant value. In a case where the angle of

the web with respect to the horizontal is different from60� , e.g.,� = 45� , the principal axis
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of bending aligns itself along the web at a different value of� = 3
(4

p
2)

(for � = 45� ) and

at that particular value of� , the shear �ow in the web is also found to be a constant, as

shown in Fig. 3.2b. Figure 3.2a shows the case where the angle of the web is60� with the

horizontal. The shear �ow is constant along the web when� = 3=8 and it has been seen

that the principal axis of bending is aligned along the web as well.

(a) � = 60� ; � = 3
8

(b) � = 45� ; � = 3
(4

p
2)

Figure 3.2: Shear Flows obtained from thin-walled beam theory in a Z-section beam with
different web angles (� ) and �ange-web length ratios (� = b

h )

Now, it is important to know if this strange behavior is observed while solving this

problem using Variational Asymptotic Beam Sectional Analysis (VABS)/VAM or the 3-

D FEM as well. For this, various cases were tested out. There were effects of different

variations studied:

1. Variation in the angle of the web (� ) with the horizontal

2. Variation in web thickness/cross-sectional thickness (t)

Geometries with different web angle with respect to horizontal axis were executed using

VABS. The stresses obtained from VABS are in the form of� 11, � 22, � 33, � 12, � 23, � 13. The

stress tensor needs to be rotated to obtain the shear stress/shear �ow along the web. For the

rotation of the stress tensor by the angle� , an appropriate rotation matrix needs to be used

but as the stress components to be rotated are in a plane perpendicular tox1, they can be

multiplied with a standard direction cosine matrix to obtain the stresses along the web as

shown

[� ]web = [ Q]T � [� ] � [Q] (3.1)
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where, the rotation matrix is de�ned as

[Q] =

2

6
6
6
6
4

1 0 0

0 cos� � sin�

0 sin� cos�

3

7
7
7
7
5

(3.2)

�nally, the stress components rotated for the co-ordinate frame such thatx2 is aligned with

the web can be derived as

� web
11 = � 11

� web
22 = � 22 cos2 � + � 33 sin2 � + � 23 sin 2�

� web
33 = � 22 sin2 � + � 33 cos2 � � � 23 sin 2�

� web
12 = � 12 cos� + � 13 sin�

� web
13 = � � 12 sin� + � 13 cos�

� web
23 = �

1
2

�
� 22 sin 2� + � 33 sin 2�

�
+ � 23 cos 2�

(3.3)

3.1.1 Case I: Variation in Angle of the Web(� ) with the horizontal

This case assumes that the analysis is done at a cross-sectional thickness which is of the

order of 20 times smaller than the length of the web, i.e.,h/20. Further, the variation was

carried out with four different cases considering� = 50� , 55� , 60� , 65� .

3.1.2 Case II: Variation in the Cross-Sectional Thickness(t)

This case assumes that the analysis is done at a value of web angle which is� = 60� . Further,

the variation is carried out with the thickness of the cross section ast = h=10, t = h=15,

t = h=18, t = h=20, t = h=22, t = h=25, t = h=100. Figure 3.7 shows a summary of

shear stress variation with change in the beam thickness. Parabolic variation in the shear

stresses along the web is present but visible in �gures attached later.

34



(a) Shear stress variation along the web (b) Shear stress contour plot

Figure 3.3: Shear stress (� 12) variation in the web and contour plot when the stress tensor
is rotated by the web angle,50�

(a) Shear stress variation along the web (b) Shear stress contour plot

Figure 3.4: Shear stress (� 12) variation in the web and contour plot when the stress tensor
is rotated by the web angle,55�

(a) Shear stress variation along the web (b) Shear stress contour plot

Figure 3.5: Shear stress (� 12) variation in the web and contour plot when the stress tensor
is rotated by the web angle,60�

35



(a) Shear stress variation along the web (b) Shear stress contour plot

Figure 3.6: Shear stress (� 12) variation in the web and contour plot when the stress tensor
is rotated by the web angle,65�

Figure 3.7: Shear Stresses along the web with variation in the thickness of the beam as a
fraction of the length of the web

3.2 Results

Figure 3.5a shows a comparison between the shear stress results obtained from Thin-Walled

Beam Theory (TWBT), VABS and 3-D FEM solutions obtained from ANSYS. As shown

in the �gures from 3.3a-3.6a, the solution obtained from analytical VAM is similar to the

one obtained from the thin-walled beam theory in the sense that the shear stresses are

obtained to be constant and the shear �ow is shear stress times the thickness (constant in

our formulation for the Z section beam) only at� = 60� . For all other orientations of the
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(a) Shear stress variation along the web (b) Shear stress contour plot

Figure 3.8: Shear stress (� 12) variation in the web and contour plot when the stress tensor
is rotated by the web angle,60� with wall thickness,t = h=10

(a) Shear stress variation along the web (b) Shear stress contour plot

Figure 3.9: Shear stress (� 12) variation in the web and contour plot when the stress tensor
is rotated by the web angle,60� with wall thickness,t = h=15

(a) Shear stress variation along the web (b) Shear stress contour plot

Figure 3.10: Shear stress (� 12) variation in the web and contour plot when the stress tensor
is rotated by the web angle,60� with wall thickness,t = h=18

web with respect to the horizontal, the shear �ow exists in the web with a variation as a

parabola, as shown. This proves the asymptotic correctness of thin-walled beam theory.
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(a) Shear stress variation along the web (b) Shear stress contour plot

Figure 3.11: Shear stress (� 12) variation in the web and contour plot when the stress tensor
is rotated by the web angle,60� with wall thickness,t = h=22

(a) Shear stress variation along the web (b) Shear stress contour plot

Figure 3.12: Shear stress (� 12) variation in the web and contour plot when the stress tensor
is rotated by the web angle,60� with wall thickness,t = h=25

(a) Shear stress variation along the web (b) Shear stress contour plot

Figure 3.13: Shear stress (� 12) variation in the web and contour plot when the stress tensor
is rotated by the web angle,60� with wall thickness,t = h=100

As shown in the Figs. 3.8a – 3.13a, when a beam is solved using VAM, as the thickness

of the cross section is decreased, a constant shear �ow along the web is obtained once the
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characteristic dimension of the cross section, web length (h) in the presented case, is at

least 20 times the thickness of the cross section. Beyond that point, the beam behaves as

a thick walled beam and the thin-walled beam theory is not valid. This is also proved by

Hodges[69]. Further, thin-walled beam theory isn't capable of providing stress concen-

tration locations in the cross section as clearly as a variational asymptotic approach can

(demonstrated in Fig. 3.5b). Because both analytical VAM and VABS recover 3-D dis-

placements and stresses, it is possible to capture the effect of thickness on the results as

well. Furthermore, with TWBT, only results along the thickness, can be obtained, thus,

it is nearly impossible for the thin-walled beam theory to capture the variation in shear

stress through the thickness because the thickness term cancels out at an intermediate step.

Moreover, it is less time consuming and less exhaustive to study numerous cases using

the presented approach as compared to using 3-D FEM where each case needs separate

pre-processing.
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CHAPTER IV

NON-PHYSICAL BEHAVIOR IN THE SECTIONAL ANALYSIS USING VAM

4.1 Problem Description

With VABS, the advantage is not only expressible in terms of computational ef�ciency, but

also in terms of evolving the underlying theory for structural analysis. The results obtained

from VABS are proven to consider higher order terms while evaluating a set of elastic

constants for a given cross section when compared to traditional beam theories without

making any assumptions a priori, in the analysis. Recently, however, a few cases have been

identi�ed in which VABS yields negative values for some of the diagonal elements in the

stiffness matrix associated with generalized Timoshenko theory [138]. This is nonphysical

and clearly indicative of something that requires attention. Rajagopal [138] outlines that

this phenomenon is due to the interaction of two small parameters affecting results of a

cross-sectional analysis, thus producing in erroneous stiffness matrix. For example, in the

case of a graphite-epoxy strip[45=0]3s whose section measures1:182� 0:0579in. and is ini-

tially curved out of its plane by0:1 rad/in., VABS outputs the bending stiffness in the stiffer

direction to be� 9:31� 104 lb-in2. Initially, this issue was observed in the cross-sectional

analysis of thin composite strips, but later on, it was observed in thin orthotropic strips as

well with small to moderate initial curvature. For example, consider a graphite-epoxy or-

thotropic strip of size1:2� 0:06in. made up axially oriented �bers with Young's modulus

of E1 andE2 = E3 which have value20 � 106 psi and1 � 105 psi, respectively. It also
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has an initial out-of-plane curvature of 0.08 rad/in. In this case, negative in-plane stiffness

values were observed as well. From the preliminary study, one can draw a conclusion that

this non-physical behavior is caused by extreme values of a few distinct factors involved.

Identi�cation of a root cause of this issue, becomes both challenging as well as critical. It is

important to conduct a detailed investigation of this issue while understanding the behavior

of the stiffness matrix generated by VABS while comparing it to the desired or expected

values of the stiffness values. This study would not only help in getting more information

for �nding the root cause, but also potentially lead to �lling gaps in the literature where the

trends in stiffness values are studied with variation in different factors. More details on this

case and many other cases which are part of a detailed study of this issue, are presented in

Sec. 4.2.

Rajagopal [138] also pointed out that one of the main reasons for this issue could be

that the asymptotic analysis is not set up to take advantage of the ratio of wall thickness to

the maximum cross section dimensionh=bduring the process of minimizing strain energy

functional asymptotically. The detailed study in Sec. 4.2 also reveals that the other factor

causing this issue is that the ratio between material properties of orthotropic materials such

asE1=E2 or E1=E3 becomes very high which introduced their inverse as independent small

parameters for the variational problem. Rao [140] developed an approach in which the

Young's moduli ratio of different components in a plate is chosen as a small parameter.

Rao [140] considers the ratio of Young's modulus of the core to the Young's modulus of

the face sheets. Through this work, such parameters would be used in a beam analysis

where the ratio of Young's modulus in two different directions for an orthotropic material

is chosen to be the small parameter. In this section, methods to tackle the destructive

interaction between the small parameters are presented along with the drawbacks and the

bene�ts of each.
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4.2 Detailed Investigation

The nonphysical effects observed (Sec. 4.1) in the computations of VABS indicate that

there are multiple factors leading to such behavior. This behavior of the stiffness matrix is

associated with three factors, viz., the thin-walled nature of the beam cross section or the

layers within a composite beam's cross section, initial curvatures and material properties

of orthotropic, anisotropic or composite materials such that the material has a very high

Young's modulus in the axial direction as compared to the transverse directions. To study

the trends or the variation in stiffness values of beam cross sections through VABS with

respect to these factors under consideration leads to a very complex domain of analysis.

Thus, a study has been conducted by varying one factor at a time as a variable to study the

trends in stiffness values obtained from the existing VABS version.

4.2.1 Varying Width of the Beam Section

In this section, a square beam with cross-sectional dimensions of0:06� 0:06 in. (dimen-

sions alongx2 andx3, x1 points to the span/length of the beam) is chosen with an initial

curvature of0:08rad/in. aboutx2, which is is changing the shape of the cross section from

square to thin-walled by varying the width from 0.06 in. to 2.4 in. which is 40 times the

height. The beam has an out-of-plane curvature i.e.k2, curvature aboutx2 of 0.08 rad/in.

Initially, the beam is made of an isotropic material, with Young's Modulus20:59� 106

psi. Figure 4.1 shows the variation in the in-plane stiffness obtained from VABS for each

beam as the width is increased while keeping the thickness, out-of-plane curvature and

material properties �xed. The width is increased such that the width-to-thickness ratio

increases ranges from 1 to 20. It is observed that the in-plane stiffness increases gradually

as the width is increased because the material is being added, making the beam larger. It

is observed that there is no appearance of non-physical effects such as negative stiffness

even if the width is increased to almost 40 times the thickness. Further, this result has been
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Figure 4.1: Variation in theS66 stiffness when an isotropic beam's width is increased from
0:06 in. to 1:2in.

compared to the analytical solution obtained from Ref. [69] and there the results obtained

from VABS start to deviate from the analytical solution when width-to-thickness ratio is

increased beyond 20 as shown in Fig. 4.1.

Now, instead of the isotropic material, the beam is made of orthotropic material with

Young's ModulusE1 = 20:59 � 106 psi andE2 = E3 = 1 � 105 psi, bulk modulus,

G12 = G13 = G23 = 8 � 106 psi and Poisson's ratio,� 12 = � 13 = 0:3 and� 23 = 0:335.

Figure 4.2 shows how the in-plane stiffness value increased as the width was increased,

but the rate of increase in the stiffness reduced and it eventually started decreasing when

the width became 0.9 in.�Further it went negative as the width was subsequently increased.

Clearly, this is something non-physical, as the in-plane stiffness can neither decrease for

a beam of larger cross-sectional area nor it can be a negative value. In this case, it is

not necessary to generate analytical closed-form solution involving orthotropic materials

and initial curvature, for comparison. The negative values ofS66 are evidence to the non-

physical behavior in the formulation.
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Figure 4.2: Variation in theS66 stiffness when an orthotropic beam's width is increased
from 0:06 in. to 1:2in.

4.2.2 Variation in Initial Curvature

In this case, the trends of the in-plane stiffness while varying the initial out-of-plane cur-

vature value as input, is studied. For this purpose, a beam of cross-sectional dimension

1:2� 0:06in. is chosen such that the width is20times the thickness so that it becomes a thin-

walled beam section. Further, the material properties are chosen as the same orthotropic

properties taken in the previous case. The initial out-of-plane curvature is increased from

0:001to 0:08rad/in.

Figure 4.3 represents the behavior of the in-plane stiffness as the curvature value is

increased. The plot depicts that the in-plane stiffness starts to decrease as soon as the initial

curvature aboutx2 is increased. It is hard to say what should really happen to the in-plane

stiffness values, but it should not be negative at any point. However, it is becoming negative

as soon as the initial curvature aboutx2 is increased beyond0:041rad/in. During this study,

it also has been observed that the increase in the in-plane initial curvature does not lead to

any negative stiffness values in the stiffness matrix as long as the curvature value leads to a

physically possible cross section and satis�es
p

g > 0, refer Eq. (2.10).
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Figure 4.3: Variation in theS66 stiffness in a thin-walled orthotropic beam when initial
out-of-plane curvature (k2) is increased from0:001to 0:08rad/in.

4.2.3 Variation in Ratio of the Material Properties

So far, the variation in the in-plane stiffness has been studied with respect to the changes

in the width-to-thickness ratio and the initial out-of plane curvature. Section 4.1 outlines

that the ratio of the Young's moduli in different directions is also another factor to be

considered while trying to identify the cause of this issue of obtaining negative stiffness

values. Also, it is known that the in-plane bending stiffness is largely dependent on the

Young's modulus in the axial direction as bending in any direction introduces axial stresses

in the beam. So, in this case, the changes in the in-plane bending stiffness with changes in

E1=E2 are studied. This is essentially the ratio of Young's modulus in the axial direction

to the Young's modulus in the transverse directionx2, about which there is an initial out-

of-plane curvature of0:08rad/in. The cross-sectional dimensions are the same dimensions

of a thin-walled beam as taken in the previous case, with a width-to-thickness ratio of20.

The trends in the in-plane bending stiffness,S66, are plotted in Fig. 4.4 on a semi-log plot

as the horizontal co-ordinate is a ratio. Here, the ratio is increased from0:01 to 200. This
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Figure 4.4: Variation in theS66 stiffness in an initially curved, thin-walled beam when
E1=E2 is increased from0:01to 200

is important because initially,E2 is 100 times larger thanE1 and �nally, the simulation

ends whenE1 is 200timesE2. This covers both the aspects when a material property in

one direction is higher than the one in the other. It is observed that the value of in-plane

bending stiffness doesn't change with the increase inE1=E2 till the ratio is 1, implying

that the in-plane bending stiffness starts increasing as soon asE1 becomes greater thanE2.

However, a non-physical effect crops up when this increase is slowed down and followed

by a decrease in the in-plane bending stiffness value. This happens whenE1 is larger than

E2 by 20 times or more. In another study, the variation in the in-plane stiffness is studied

when the ratioE1=E3 is increased from 0.01 to 200 in a beam with all other characteristics

kept the same as the previous case such as moderate out-of-plane initial curvature. A semi-

log plot for the in-plane stiffness in Fig. 4.5 demonstrates that there is no appearance of

any negative stiffness value as the ratio is increased. So, clearly the non-physical effect is

associated with the terms involving the out-of plane initial curvature and the ratioE1=E2.

This observation helps to reduce the number of permutations or combinations in which the

accuracy can be affected. One may wonder, why are we even considering materials with
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Figure 4.5: Variation in theS66 stiffness in an initially curved, thin-walled beam when
E1=E3 is increased from0:01to 200

such a large difference between the values of Young's moduli in different directions? It is

then important to note that such a disparity between various moduli values is very common

in �ber reinforced composites typically in �ber reinforced plastics/polymers. So, the reason

behind the non-physical behavior in stiffness matrix is very important to be identi�ed.

4.2.4 Example of a Thick Composite Beam

(a) Initially curved cantilever beam (b) Layup directions

Figure 4.6: Geometric characteristics of the chosen, thick composite beam
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Table 4.1: Geometric and material properties of the composite cross section

(a) Sectional geometric properties

Property value [mm]
Thickness 4.416

Width 15
Internal radius (R) 5

Ply thickness 0.184
Number of plies 24

(b) Sectional material properties

Property value
E11[MPa] 152800

E22 = E33[MPa] 8700
G12 = G13[MPa] 4200

G23[MPa] 3150
� 12 = � 13 0.335

� 23 0.380

In a very recent analysis, another issue is identi�ed which could potentially be linked

to this study of small parameters in a beam that is not thin-walled. In Figs. 4.6a and 4.6b a

curved beam consisting of 24 layers with geometric and material properties found in Tables

4.1a and 4.1b, respectively, with detailed layup information present in Table 4.2.

Table 4.2: Layup Sequence

Layup No. Angle No. Angle No. Angle No. Angle No. Angle No. Angle

1 -45 5 90 9 45 13 0 17 0 21 -45
2 0 6 -45 10 -45 14 90 18 45 22 45
3 45 7 -45 11 90 15 -45 19 45 23 0
4 -45 8 0 12 45 16 45 20 90 24 -45

When the cross-sectional analysis is performed for the curved beam using VABS, it is

observed that negative stiffness is obtained for bending stiffness aboutx3 (i.e., elementS66

of the 6� 6 Timoshenko stiffness matrix obtained from VABS). It is worth noting that this

beam is not thin-walled. The width is almost three times of the thickness of the beam, where

according to prior studies, a beam that has a width 20 times its thickness is regarded as a

thin-walled beam. Further, different cases analyzed are presented along with arguments to

help �nd out the reasons of this problem.

By modifying the geometry and material properties, different cases were chosen and

checked for nonphysical effects. As shown in Table 4.3, Case 1 is the original problem,

the bending stiffnessS66 of which is compared to that of three other cases. Those cases are

chosen by reducing the width-to-height value (which is same as height in Case 2), by having
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zero curvature in Case 3 and by having isotropic material properties instead of orthotropic

properties in Case 4.

Table 4.3: Summary of different cases analyzed for a composite beam

S. No. Width Curvature Material Properties Bending stiffness aboutx3

1 3� height Out-of-plane curvature different orders -1.1989374300E+08
2 height Out-of-plane curvature different orders 1.7061040168E+06
3 3� height zero curvature different orders 6.6490623635E+07
4 3� height out-of-plane curvature isotropic 8.3941114032E+07

It is observed from Cases 2 – 4 that the bending stiffness is no longer negative. This

clearly shows that there are multiple factors in�uencing nonphysical effects in the current

problem. Those factors are associated with the coordinatex2 which is associated with the

width of the beam, the out-of-plane curvature and the material properties, especially the

different orders of magnitude forE11 andE22.

4.2.5 Investigating the Accuracy of Perturbation Solution

Section 2.3 describes how a Generalized Timoshenko (GT) model with a 6� 6 stiffness

matrix is obtained by transforming the asymptotically correct strain energy (Eq. (2.48) to

�t the GT form in Eq. (2.51). Ho et al. [64] laid out a system of exact non-linear equations

that were derived with the help of 1-D equilibrium equations. These exact equations can

be solved using an iterative method to solve a system of nonlinear equations and are an

upgrade to the existing analytical perturbation solution developed by Yu [188]. An updated

version of this perturbation solution is also present in the appendix of Ref. [64] and [187].

The motivation behind employing an approximate perturbation solution to obtain the 6� 6

Timoshenko stiffness matrix is that the perturbation solution is several orders of magnitude

faster than a solution obtained after convergence of a suitable iterative method needed to

solve the exact equations. Besides, in almost all of the prior research as well as in the

research works by Ho et al. [64, 65], the perturbation solutions also satis�ed the system of

exact energy transformation equations, demonstrating accuracy with respect to the chosen
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benchmark platform. In recent studies only, we have seen nonphysical phenomenon being

demonstrated by the results obtained from perturbation solution. This motivated the work

in this section to test whether perturbation solution is the culprit for the negative stiffness

values obtained from the sectional analysis.

For this investigation, we take the case of a thick composite beam whose sectional

aspect ratio is3 (i.e., with width three times the thickness of the beam). Again, the beam

has 24 layers through the thickness with layup information and material properties listed

in Tables 4.2 and 4.1b respectively. Also, the important geometric properties required to

set up the problem are mentioned in Table 4.1a. Upon solving the case of a composite

beam using VABS, we obtain the sectional properties. Because of the nature of the issue

in this investigation, however, we primarily care about the 4� 4 classical stiffness matrix

(analogous to the Euler-Bernoulli Beam Theory), the 6� 6 Timoshenko stiffness matrix

(Eq. (2.53)) and the intermediate matrices containing stiffness coef�cients (i.e.,A, B , C,

and D) which are a part of the asymptotically correct strain energy, Eq. (2.48). These

intermediate matrices are not obtained as direct outputs from the commercial version of

VABS, but are obtained by modifying the outputs in a research/developer version of VABS.

Equations (4.1) and (4.2) represent the classical and the Generalized Timoshenko stiffness

(S) matrices respectively.

Classical=

2

6
6
6
6
6
6
6
4

3:600145E+06 � 1:380141E+05 1:179389E+06 3:357514E+06

6:505714E+06 3:874839E+05 3:857667E+06

symmetric 6:207977E+06 4:737591E+06

6:970872E+07

3

7
7
7
7
7
7
7
5

(4.1)
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S =

2

6
6
6
6
6
6
6
6
6
6
6
6
6
6
4

3:647381E+06 � 1:708112E+03 3:511881E+09 � 1:282763E+05 1:214635E+06 � 4:701320E+06

4:930850E+06 � 9:237700E+07 � 1:320848E+06 � 7:345899E+04 3:581949E+06

2:239325E+05 1:846219E+07 3:916592E+08 � 1:426791E+05

6:847468E+06 9:563367E+05 � 6:371848E+06

symmetric 6:669813E+06 � 7:134774E+06

� 1:198937E+08

3

7
7
7
7
7
7
7
7
7
7
7
7
7
7
5

(4.2)

It can be observed that the GT stiffness matrix contains a negative value in the diagonal

term S66, the in-plane bending stiffness. On the other hand, the classical stiffness matrix

does not contain any non-physical effects. The readers are being reminded that the three

things which affect the value of the in-plane bending stiffness in a GT model as compared

to the classical Euler-Bernoulli beam model are the presence of initial curvatures, the terms

correct up to the second-order in the strain energy expression and the implementation of the

perturbation solution to obtain the GT model from the asymptotically correct strain energy.

In this section, the accuracy of the perturbation solution is being investigated, so we

need the intermediate coef�cient stiffness matricesA, B , C andD which are present in the

asymptotically correct strain energy expression, Eq. (2.48). The matrices obtained from

VABS for this case are listed as follows

A =

2

6
6
6
6
6
6
6
4

3:647380E+06 � 1:287338E+05 1:214610E+06 � 4:698046E+06

6:493647E+06 9:366589E+05 � 5:452370E+06

symmetric 6:668719E+06 � 7:065225E+06

� 1:199846E+08

3

7
7
7
7
7
7
7
5

(4.3)
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B =

2

6
6
6
6
6
6
6
4

0:000000E+00 � 2:148574E+06 0:000000E+00 0:000000E+00

0:000000E+00 � 5:416408E+07 � 1:312553E+02

symmetric 0:000000E+00 0:000000E+00

0:000000E+00

3

7
7
7
7
7
7
7
5

(4.4)

C =

2

6
6
6
6
6
6
6
4

2:914103E+05 0:000000E+00 � 8:734874E+00 � 1:731360E+04

5:838136E+07 0:000000E+00 0:000000E+00

symmetric 1:025906E+07 4:243790E+06

1:241374E+10

3

7
7
7
7
7
7
7
5

(4.5)

D =

2

6
6
6
6
6
6
6
4

� 2:497440E+06 0:000000E+00 � 8:130894E+07 � 1:724915E+04

2:416621E+06 0:000000E+00 0:000000E+00

symmetric 2:981732E+06 6:497951E+06

1:215736E+10

3

7
7
7
7
7
7
7
5

(4.6)

Using these matrices from VABS, the perturbation solution generates the GT model

(Eq. (2.51), matrixS). The matrixA is also referred to as the corrected classical matrix

as it is a 4� 4 matrix, with degrees of freedom analogous to the E-B matrix, but includes

the corrections mentioned above. It is important to note that there is a negative value on

the diagonal of classical stiffness matrix primarily for in-plane bending stiffness, which is

alarming.

To test the validity of the perturbation solution, the exact transformation equations de-

rived by Ho in Ref. [64] are used. The exact equations are essentially a system of nonlinear

equations which are derived for the transformation to the GT model with the help of the 1-

D equilibrium equations. Now, to solve this set of exact nonlinear transformation equations
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an iterative method is employed by Ho et al. Now, we try to derive the GT stiffness matrix

with the help of the exact equations instead of the perturbation solution, but the chosen

initial guess for the iterative method is the solution from the perturbation solution itself.

These are the guesses are for the matricesX , Y andG

X =

2

6
6
6
6
6
6
6
4

3:647380E+06 � 1:287338E+05 1:214610E+06 � 4:698046E+06

6:493647E+06 9:366589E+05 � 5:452370E+06

symmetric 6:668719E+06 � 7:065225E+06

� 1:199846E+08

3

7
7
7
7
7
7
7
5

(4.7)

Y =

2

6
6
6
6
6
6
6
4

� 1:708112E+03 3:511881E+09

� 1:320848E+06 1:846219E+07

� 7:345899E+04 3:916592E+08

3:581949E+06 � 1:426791E+05

3

7
7
7
7
7
7
7
5

(4.8)

G =

2

6
4

4:930850E+06 � 9:237700E+07

� 9:237700E+07 2:239325E+05

3

7
5 (4.9)

It is observed from this activity that the iterative method in this case doesn't converge

when the solution from perturbation solution is chosen as the starting point. Ideally, it

should have converged within a few iterations. An approach to obtain solutions to the exact

nonlinear equations developed by Ho [65] might be feasible if a more ef�cient iterative

method is employed, else the time consumed to solve the exact equations would render the

entire solution, computationally inef�cient.

4.2.6 Conclusion from the Extensive Study

In the previous few sections, we see an extensive investigation on the various cases where

non-physical effects such as negative values of the diagonal elements in the stiffness ma-

trix. In this section, the observations from the detailed investigation are discussed. With

53



relevant evidence, various parameters were varied to study the trends of the stiffness values.

Initially, the effect of change in an isotropic beam's geometry is studied by increasing the

width to eventually make it a thin-walled beam. Further, the initial out-of-plane curvature

and ratio of Young's modulus in different directions is altered in a thin-walled beam and

the effect on in-plane stiffness is studied. Then, the case of a thick composite beam is

presented which demonstrates negative stiffness values as well. It is important to under-

stand that the composite beam considered in the study is made of 24 very thin layers and

the ratio of Young's modulus in different directions is signi�cantly large, large enough for

negative stiffness values to show up. Finally, the case of a composite beam is used to test

the perturbation solution used to evaluate the warping solutions during the 2-D sectional

analysis.

From the study, it is clear that the perturbation solution is incorrect for speci�c cases

which involve moderate initial curvatures, large differences between directional Young's

modulus values and large geometric aspect ratios. The perturbation solution depends on

an accurate identi�cation of the order of magnitude of the terms involved in the transfor-

mation. Even, the entire sectional analysis is dependent on the correct order of magnitude

analysis as terms which are considered to be of higher orders magnitude are left out from

the analysis at each step of the application of variational asymptotic method. Another

important yet alarming observation that the classical corrected matrix, obtained from the

variational asymptotic method by considering the second order terms in the strain energy

expression, also has negative values in the diagonal term representing the in-plane stiffness.

This also leads to the conclusion that certainly, there are issues with the order of magnitude

analysis that are affecting both the values in the classical corrected stiffness matrix and

perturbation solution for the transformation to the GT model.

So, a key conclusion is to look at the order of magnitude analysis in detail to avoid

missing any terms which are signi�cantly large in magnitude and were neglected as higher

order terms. The order of magnitudes of various 3-D strain terms in a variational asymp-
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totic approach as described in Sec. 2.3 are classi�ed based on the order of small parame-

ters associated with the problem. So far, the small parameters associated with strain, and

curvature are considered in the sectional analysis. Several works by Volovoi [166] and

Harursampath [60] do make an attempt to consider small parameters associated with the

thickness-to-width ratio of a thin-walled beam as well. Some of the following sections de-

rive ideas from these works and attempt to solve the problem of negative stiffness values.

It can also be concluded from the various examples that if at least one of the three

small parameters such as the curvature, thickness-to-width ratio and material properties

are eliminated from the problem, the results of the GT model employing perturbation so-

lution, do not demonstrate any non-physical behavior. This is observed in the �rst three

cases when the three parameters were altered individually and it is clear in various cases

of thick-composite beam that were studied. The stiffness values were positive unless, there

was a moderate initial curvature, a large gap between the Young's modulus values in differ-

ent directions and a high aspect ratio in the geometry, altogether. So, the next few sections

attempt to eliminate at least one of the small parameters from the overall 2-D sectional anal-

ysis without making anyad hocassumptions. Further, the �ndings, bene�ts and drawbacks

of the techniques are discussed.

4.3 Methods to Avoid the Non-Physical Behavior

4.3.1 Approach 1: Classical Laminate Plate Theory

In this section, a theoretical framework is developed that considers a priori the small pa-

rameters associated with the wall thickness. This approach examines and modi�es the

underlying analytical procedure. It is noted that some interactions of small parameters oc-

curred in cases where Classical Laminated Plate Theory [CLPT] or Classical Laminated

Shell Theory [CLST] were used as starting points. This means that the beam generalized

3-D strains are written in terms of shell or plate generalized 2-D strains using a suitable

transformation. Further, the variational-asymptotic procedure is applied with the help of
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small parameters in the transformed problem. It is seen that certain terms, where small

parameters appeared in the denominator, are now retained. This is unlike the beam for-

mulation where they were being considered as higher-order terms and hence neglected,

leading to a destructive interaction of small parameters. This subsection discusses such an

approach in detail.

As mentioned above, one of the small parameters is considered ab inito but the analysis

in the present work does not include the nonlinear effects such as trapeze effects as included

in the approach presented in Hodges et al. [70] but might include nonlinear terms in the

expressions of 3-D beam generalized strains as opposed to what is mentioned in [138]. In

this approach, the undeformed strip geometry is considered as a potential candidate for this

problem of interaction of small parameters. The coordinates and nomenclature follow from

the description in Sec. 2.3. The domain of the strip-beam is0 � x1 � L , � b
2 � x2 � b

2 ,

and� h
2 � x3 � h

2 . While the position vector of an arbitrary material point in the strip

is same as Eq. (2.1), the position vectorR̂ (x1; x2; x3) of an arbitrary material point in the

deformed con�guration is different from Eq. (2.2) owing to the fact that the starting point

would be a CLST and can be represented as

R̂ (x1; x2; x3) = R(x1) + x � B � (x1) + wi (x1; x2; x3)B i (x1) (4.10)

Here, it is important to note that the representation of the warping �eld is normal to the

local shell surface and is constituted of terms as follows:

w� (x1; x2; x3) = w� (x1; x2) + x3� � (x1; x2) + � � (x1; x2; x3) (4.11a)

w3(x1; x2; x3) = w3(x1; x2) + � 3(x1; x2; x3) (4.11b)

The� i 's represent the unknown variation and the remaining components in the equations

4.11a and 4.11b are warping and local rotations “averaged” across the thickness. As the
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warping �eld is split, it needs to satisfy additional constraints as mentioned below:

Z h
2

� h
2

� � (x1; x2; x3) dx3 = 0; (4.12)

Z h
2

� h
2

� 3(x1; x2; x3) dx3 = 0; (4.13)

and
Z h

2

� h
2

� �; 3(x1; x2; x3) dx3 = 0 (4.14)

These constraints are also required to be satis�ed in addition to the constraints on warping

variables. Further, the expression for the 3-D strain �eld in the terms of beam generalized

strains and unknown warping functions can be obtained as

� 11 =
1

1 + x3k2 � x2k3
(
 11 � x2 � 3+ x3 � 2 � k1x2w1;3+ k1x3w1;2+ k2w3 � k3w2+ w1;1 )

2� 12 =
1

1 + x3k2 � x2k3
(� x3 � 1 � k1x2w2;3+ k1x3w2;2 � k1w3+ k2x3w1;2 � k3x2w1;2+ k3w1+ w1;2+ w2;1 )

2� 13 =
1

1 + x3k2 � x2k3
(x2 � 1+ k1w2 � k1x2w3;3+ k1x3w3;2+ k2x3w1;3 � k2w1 � k3x2w1;3+ w1;3+ w3;1 )

� 22 = w2;2

2� 23 = w2;3 + w3;2

� 33 = w3;3

(4.15)

For the sake of simplicity of the procedure, the strip has a initial twist ratek1 and initial

curvaturek2 aboutx2 is considered, thus making the problem a 2-D problem by neglecting
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k3. Thus, the 3-D strain �eld can be represented as

� 11 =
1

1 + x3k2
(
 11 � x2� 3 + x3� 2 � k1x2w1;3 + k1x3w1;2 + k2w3 + w1;1)

2� 12 =
1

1 + x3k2
(� x3� 1 � k1x2w2;3 + k1x3w2;2 � k1w3 + k2x3w1;2 + w1;2 + w2;1)

2� 13 =
1

1 + x3k2
(x2� 1 + k1w2 � k1x2w3;3 + k1x3w3;2 + k2x3w1;3 � k2w1 + w1;3 + w3;1)

� 22 = w2;2

2� 23 = w2;3 + w3;2

� 33 = w3;3

(4.16)

The warping �eld variables can be shown to be of the orderw� = O(�b), w3 = O( �b
� h

)

whereO(� ) is the order of maximum strain. These are veri�ed once the �nal solution of

warping is obtained. Using the two Eqs. (4.11a) and (4.11b) in the set of Eq. (4.16) followed

by a phantom explained in Hodges et al. [70]. There, the terms violating the constraints

mentioned in Eqs. (4.12), (4.13) and (4.14) are killed, leading to determination of the order

of � 0
i s asO(�� hb). The geometry also implies a relation among unknown warping variables

as

(� 1;3 + � 1)2 + (� 2;3 + � 2)2 + (1 + � 3;3)2 = (1 + e)2 (4.17)

wheree = O(� ). A consequence of this relation in Eq. (4.17) is that� 1 = � x2� 1 + O(� )

and � 2 = � w3;2 + O(� ). Thus, these higher order terms do not appear in the classical

analysis but do appear in the shear deformable beam analysis. Now, the 3-D beam strain

measures can be represented in the form of 2-D shell strain measures with the help of the

equation

� �� = � �� + x3� �� (4.18)

where� �� are the membrane strains and� �� are the middle surface bending curvatures.

The expressions for these 2-D strain and curvature measures for a classical analysis (where

all terms with order of magnitude higher thanO(� ), O( �� t
� h

) andO( � 2

� 2
h
) are neglected and
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terms with these orders of magnitude are retained, which involve the interaction of small

parameters) are represented as

� 11 = 
 11 � x2� 3 + k1x2
2� 2

1

2� 12 = k1(x2w3;2 � w3) + w1;2

� 22 = w2;2

� 11 = � 2

� 22 = � w3;22

2� 12 = � 2� 1

(4.19)

As the strip is being considered as a 2-D elastic body, the strain energy density (i.e.,

energy per unit middle surface area) can be written as

U2D =
1
2

8
>>>>>>>>>>>>>><

>>>>>>>>>>>>>>:

� 11

� 22

2� 12

� 11

� 22

2� 12

9
>>>>>>>>>>>>>>=

>>>>>>>>>>>>>>;

T

2

6
4

A0 B 0

B 0T D 0

3

7
5

8
>>>>>>>>>>>>>><

>>>>>>>>>>>>>>:

� 11

� 22

2� 12

� 11

� 22

2� 12

9
>>>>>>>>>>>>>>=

>>>>>>>>>>>>>>;

(4.20)

whereA0, B 0 and D 0 are 3 � 3 matrices for membrane, bending and coupling stiffness

effects, respectively. The beam strain energy density is given byU1D = hU2D i . In order to

carry out this integration, it is required to obtain the unknown functions ofx2 in Eq. (4.20).

These are obtained by minimizing the strain energy functionalU =
Rl

0 U1D dx1 subject to

the constraints provided in Eqs. (2.4), (4.12), (4.13) and (4.14). Finally, the warping �eld

obtained after minimization (for closed form expressions, maximum permissible order of

k2 is O(
p

�
b )) is written in Eq. (4.21). It shows that the initial twist and curvature enter into

the solution for the zeroth-order warping solution leading to a strain energy correct up to
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the �rst order due to the presence of� h in the denominator. Thus,

w1 = �
1
6

(k1�x 2(b2 + x2)2� 2

w2 = �
1
6

�
�
k2�x 2

�
x2

2 � b2
�

� 2 +
�
b2 � 3x2

2

�
� 3 + 2k1x3

2� 1 + 6x2
 11

�

w3 = �
1
6

�
�
b2 � 3x2

2

�
� 2 + 3k1

�
� 2 � 1

�
x2

�
7b4 � 10b2x2

2 + 3x4
2

�

(4.21)

For the CLST or CLPT, the sectional strain energy for this problem is obtained as:

U1D =
1
2

8
>>>>>>><

>>>>>>>:


 11

� 1

� 2

� 3

9
>>>>>>>=

>>>>>>>;

T

[Scl ]

8
>>>>>>><

>>>>>>>:


 11

� 1

� 2

� 3

9
>>>>>>>=

>>>>>>>;

(4.22)

where the non-zero components of the classical stiffness matrix are

(S11)cl = 2Embh

(S12)cl =
2
3

Emk1b3h

(S22)cl =
bEmh(6b4k2

1(� + 1) + 5 h2)
15(� + 1)

(S33)cl =
1
6

Emb3h
�
1 +

4�b4k2
2

15h2

�

(S44)cl =
2
3

Emb3h
�
1 �

8 (1 � � 2) b4k2
2

105h2

�

(4.23)

In this section, a theoretical framework was developed that considers the small param-

eters associated with the wall thickness a priori. It was followed by use of Classical Lami-

nated Plate Theory [CLPT] or Classical Laminated Shell Theory [CLST] as starting point.

Further, the variational-asymptotic procedure is applied with the help of small parameters

in the transformed problem. Here the classical stiffness matrix is obtained in which the

in-plane bending stiffness does not demonstrate any non-physical phenomenon. Though

this approach solves the issue of obtaining a negative stiffness value, there are a few draw-
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backs. This approach is not feasible to be incorporated into the existing VABS framework.

It may not handle arbitrary cross-sectional geometries. It can accommodate wide range of

problems which are plate-like or shell-like geometries, but it cannot be applied to solve the

problem of obtaining negative stiffness values in the thick composite beams demonstrated

in Sec. 4.2.

4.3.2 Approach 2: Segmentation of the Cross Section

Figure 4.7: Generalized technique avoiding small parameters entering the formulation

Though the approach mentioned in Section 4.3.1 captures the effect of destructive in-

terference of small parameters, it is not yet feasible to incorporate into the existing VABS

framework for an arbitrary cross-sectional geometry. To avoid this issue, an approach simi-

lar to the Mechanics of Structural Genome (MSG) [107], is implemented. From the detailed

investigation in Sec. 4.2, it is observed, if one of the three small parameters (h=b, bk2 or

E2=E1) is eliminated from the problem, the analysis doesn't incur any non-physical effects.

While the approach employing the CLPT or CLST attempts to capture the interaction of

two small parameters in the cross section, this approach aims to take away the effect of the

small parameter associated with the thickness of a thin-walled beam (i.e.,h=bwhereh is

the thickness andb is the width of the beam). In this approach, the sectional analysis of

thin-walled geometry is discretized into a number of smaller components, with an aspect
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ratio that avoids the interaction of two small parameters in the order of magnitude analysis

by eliminating one of the small parameters entirely. A schematic for this approach is pro-

vided in Fig. 4.7. The next step is an application of the variational-asymptotic approach as

laid out in Sec. 2.3, on each of these discretized elements along with appropriate continuity

and constraints on warping variables and their derivatives with respect to the cross-sectional

coordinates. This methodology is implemented on the cases used in Sec. 4.2 for investigat-

ing the causes of negative stiffness values in the Timoshenko stiffness matrix. Results from

those cases are discussed in various subsections below following the order from Sec. 4.2.

Varying Width of the Beam Section

In this case, we took a square beam section of dimensions0:06 � 0:06 in. along with an

initial curvature of0:08 rad/in and orthotropic material properties chosen in Sec. 4.2.1.

Then, the width is increased from0:06 in. to 1:2 in. which is 20 times the height, thus

making it gradually turn into a thin-walled beam section. Finally, the in-plane bending

stiffness is obtained for the beam section while increasing the width. Fig. 4.8 shows that

the non-physical behavior of the beam was eliminated and the in-plane stiffness value(S66)

was no longer decreasing with the increase in the width.

Variation in the Initial Curvature

For this case, a thin-walled beam of sectional dimensions1:2 � 0:06 in. is chosen as the

width is 20 times the thickness. The material properties are chosen to be the same as

previous case and the out-of-plane initial curvature is increased from0:001to 0:08 rad/in.

Figure 4.9 plots the change in the in-plane bending stiffness,S66, as the initial curvature is

increased. There is no appearance of any non-physical effect. There is a very slight increase

in the in-plane bending stiffness with the increase in out-of-plane initial curvature whereas

it started decreasing with an increase in the initial curvature when computed with VABS.

Figure 4.10 shows that difference between the solutions obtained from the segmentation
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Figure 4.8: Variation in theS66 stiffness obtained after segmentation vs. the solution from
VABS when an orthotropic beam's width is increased from0:06 in. to 1:2in.

approach (current approach) and VABS.

Figure 4.9: Variation in theS66 stiffness obtained after segmentation when an orthotropic
beam's initial out-of-plane curvature is increased from0:001to 0:08rad/in.
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Figure 4.10: Variation in theS66 stiffness obtained after segmentation vs. the solution from
VABS when an orthotropic beam's initial out-of-plane curvature is increased from0:001to
0:08rad/in.

Variation in Ratio of the Material Properties

Finally, the current approach is applied for solving the problems where the ratio of material

propertiesE1=E2 or E1=E3 is altered. For these cases, a thin-walled beam of the same

cross-sectional dimensions in the previous case with an out-of-plane initial curvature of

0:08rad/in. With the present approach, negative stiffness values are not obtained when the

ratio of material properties,E1=E2 is increased from0:01 to 200. The plot for the change

in the in-plane stiffness is present in Fig. 4.11. Also, Fig. 4.12 provides a comparison of the

results obtained from the present approach and VABS. During the investigation, we con-

sidered another case where the ratio of material propertiesE1=E3 was altered. Figure 4.13

contains plots of the in-plane bending stiffness values whenE1=E3 is increased from 0.01

to 200 when the solution is obtained from the present approach and VABS. The percentage

difference between the two results when compared to the results obtained from VABS is

depicted in Fig. 4.14. The maximum difference in the values obtained by the present ap-

proach as compared to VABS is less than 0.04%. This indicates that the results obtained
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Figure 4.11: Variation in theS66 stiffness obtained after segmentation whenE1=E3 is
increased from0:01to 200in an initially curved, thin-walled beam

from VABS for the stiffness values when material ratioE1=E3 is increased, are correct and

do not have any discrepancy as observed in other cases discussed.

Figure 4.12: Variation in theS66 stiffness obtained after segmentation vs. the solution from
VABS whenE1=E2 is increased from0:01to 200in an initially curved, thin-walled beam

The methodology mentioned in this does take care of the non-physical behavior of

VABS, but there are still some issues concerning the results. It has been observed that

the overall results for torsional stiffness and the stiffness values of the terms coupled with
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Figure 4.13: Variation in theS66 stiffness obtained after segmentation vs. the solution from
VABS whenE1=E3 is increased from0:01to 200in an initially curved, thin-walled beam

Figure 4.14: Percentage difference in the results obtained from VABS vs. the segmentation
methodology whenE1=E3 is increased from0:01to 200in an initially curved, thin-walled
beam

torsion are not satisfactory. For example, let's take an isotropic beam of dimensions0:06�

0:06in. along with an initial curvature of0:08rad/in and Young's modulus20:49� 106 psi.

It has already been established that results obtained from VABS are accurate for isotropic

materials so this case considers an orthotropic material. Then, the width is increased from
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Figure 4.15: Variation in theS44 stiffness obtained after segmentation vs. the solution from
VABS when a beam's width is increased from0:06 in. to 1:2in.

0:06 in. to 1:2 in. which is20 times the height, thus making it gradually turn into a thin-

walled beam section. Figure 4.15 show how the approach employing segmentation of a

thin-walled section is not able to recover the correct torsional stiffness values that VABS is

able to generate. Because of this, the segmentation approach can not be used to solve the

problems involving this non-physical behavior of the stiffness matrix.

4.3.3 Approach 3: Theoretical Modi�cation

From the implementation of different approaches mentioned in the previous sections and

the results obtained from the respective chosen test cases, it is inferred that the effort to ei-

ther make use of the thickness-to-width ratio is a small parameter or completely eliminate it

from the problem is not suf�cient as it doesn't satisfy the requirement of generality or pro-

vide completely correct results. Moreover, the approaches tried previously do not address

the issue of negative stiffness values for the in-plane stiffness in the cases of thick compos-

ite beams because in that problem, the small parameter related to thickness-to-width ratio

should not appear. Hence, it is important to perform a robust order of magnitude analysis
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before truncating the strain energy expression for zeroth-order and second-order strain en-

ergies for application of the VAM. It is speculated that some terms which have signi�cantly

large magnitudes are being skipped in the computation of strain energy. This error in the

orders of magnitude analysis is potentially caused by not accounting for different orders of

magnitude of material constants such as Young's moduli in different directions. Seemingly,

those terms appear because of the interaction of various small parameters (i.e., curvature,

thickness-to-width ratio and the material properties).

As shown in Sec. 4.2, the ratio of material properties such asE2=E1 affects the current

problem. In the VAM formulation till now, this small parameter was not being considered

at all. Equation 2.16 represents the strain energy expression which is further expanded with

in Eq. (2.36) were the orders of magnitudes are listed. From the derivation, it is evident

that the material matrix (D) remains intact in the entire process and the terms are separated

by their orders of magnitudes in the expressions for 3-D strain. This leads to truncation

of strain energy expression based on the order of magnitude of terms in the expression of

3-D strain only, which is inconsistent. In case of isotropic material, the ratio of material

properties in different directions would possess a value of unity. When this multiplies a

term with geometric small parameter cubed, it would have been neglected in zeroth-order

and second-order analysis in the previous approach. Now, however, in the current approach,

this term needs to be retained based on the orders of magnitude forE1 andE2. For example,

for an orthotropic material, the material matrix is obtained as

2

6
6
6
6
6
6
6
6
6
6
6
6
6
6
4

2:05157� 107 0: 0: 42911: 0: 42911:

0: 7:88077� 106 0: 0: 0: 0:

0: 0: 7:88077� 106 0: 0: 0:

42911: 0: 0: 109980: 0: 33056:8

0: 0: 0: 0: 7:88077� 106 0:

42911: 0: 0: 33056:8 0: 109980:

3

7
7
7
7
7
7
7
7
7
7
7
7
7
7
5

(4.24)
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whereas for an isotropic material
2

6
6
6
6
6
6
6
6
6
6
6
6
6
6
4

2:75827� 107 0: 0: 1:18212� 107 0: 1:18212� 107

0: 7:88077� 106 0: 0: 0: 0:

0: 0: 7:88077� 106 0: 0: 0:

1:18212� 107 0: 0: 2:75827� 107 0: 1:18212� 107

0: 0: 0: 0: 7:88077� 106 0:

1:18212� 107 0: 0: 1:18212� 107 0: 2:75827� 107

3

7
7
7
7
7
7
7
7
7
7
7
7
7
7
5

(4.25)

Equation (4.24) represents how the orders of some magnitudes change drastically in

the case of orthotropic material as compared to the terms in material matrix for an isotropic

material, Eq. (4.25). It is important to consider this change as the 3-D strain expressions

are multiplied with the material matrix for the evaluation of strain energy.

So, a new approach for the variational formulation identi�es terms in the strain en-

ergy expression to be retained based on a more robust order of magnitude analysis. A

detailed study of the terms associated with both geometric and material properties is car-

ried out. Further, the terms are characterized based on their order of magnitudes in terms

of strains and the appropriate terms were chosen to be retained in a speci�c order of strain

energy during the VAM process. The details of this process are present in Appendix A.

Eventually, the implementation of this process leads to an integrated solution of the cur-

rent and previous problems associated with small parameters. Through this work, a spe-

ci�c case was solved which considers an orthotropic strip (1:2 � 0:06 in.) with out-of-

plane initial curvature of0:08 rad/in. The material properties of the strip are such that

Young's Moduli E1 = 20:59 � 106 psi andE2 = E3 = 1 � 105 psi, bulk modulus,

G12 = G13 = G23 = 8 � 106 psi, and Poisson's ratio,� 12 = � 13 = 0:3 and� 23 = 0:335.

Figure 4.16 represents the 3-D displacement �eld along the span of the orthotropic strip

such thatu1, u2 andu3 are plotted at the midpoint of the top edge in each cross section

along the span. The maximum error in the results obtained from modi�ed VABS and 3-D

FEM is 0.02%. It is observed that the non-physical effects are now absent and the sectional
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analysis is able to obtain correct stiffness values and hence recover correct displacement

results.

Figure 4.16: Displacement �eld for an orthotropic strip with out-of-plane initial curvature
under a tip transverse load
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Part 3

Nonlinear Beam Analysis (1-D)
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CHAPTER V

NONLINEAR 1-D BEAM ANALYSIS WITH STRUCTURAL DAMPING

With the 2-D cross-sectional analysis complete, it is now important to execute the 1-D beam

theory to complete the beam analysis so that the overall 3-D results can be computed for

a given beam problem. It is interesting to note that the stiffness/�exibility matrix obtained

from the 2-D cross-sectional analysis has the best set of elastic constants for any composite

beam. The matrix is fully populated in case of a beam without any geometrical symmetries

and made of generally anisotropic materials. Thus, all the fundamental deformation modes,

including extension, shear, torsion and bending could be elastically coupled. In this chapter,

enhancements to the Geometrically Exact Beam Theory (GEBT) are laid out in the form

of a methodology to implement damping and the next chapter accommodates piezoelectric

effects.

5.1 Introduction

Damping has been used as a micro-structural research tool for clarifying mechanisms that

lead to inelastic behavior and energy dissipation in materials. Damping is essentially a

rheological property involving `deformation' and `�ow' of matter. Deformation is a generic

term which refers to the alteration of the shape or size of a collection of matter under

application of external forces. The term `�ow' is used when deformation is dependent

on time. In this paper, the term rheology encompasses all stress-strain-time properties of
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material and structural systems. For example, comparing different materials A and B under

the same conditions (same boundary conditions, same geometrical dimensions), the same

magnitude of periodic forcing function with the same frequency of excitation, material A

may oscillate longer (or shorter) with larger (or smaller) amplitude than material B. This

is primarily due to differences in material properties. The damping force due to internal

molecular friction in material A could be less (or more) than the damping force due to

internal molecular friction in material B. This kind of damping is called material damping,

and on a macro-scale it brings in a widely studied effect, viz., structural damping.

Another type of damping encountered in a vibrating system is introduced through the

surrounding medium in which the vibration takes place. For example, a vibratory structural

system will oscillate much longer in air than in water. This kind of damping is frequently

modeled as viscous damping, the force of which depends on properties of the surround-

ing medium and the motion. In general, then, one can classify damping into two basic

categories: material and non-material damping or internal and external damping.

5.1.1 Structural Damping

In the modeling of the dynamics of rotor blades, external damping is taken into account

mostly by the modeling of aerodynamic loads. However, to incorporate structural damping

into a geometrically exact beam model is a challenge and is the subject of this paper. Here,

structural damping refers to the capacity of a structure or structural component to dissipate

energy or to remove structural vibration or some of the energy associated therewith. Beside

intermolecular friction there are many other factors that may lead to structural damping.

These include disordered atomic arrays such as grain and sub-grain boundaries, inclusions,

point defect relaxations, certain types of dislocation motions, macro-thermoelasticity, stress

amplitude, internal forces, number of cycles, quality of the surface, temperature and other

imperfections in microstructure that display inelastic micromechanisms, the behavior of

which may be nonlinear [94].
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It becomes very important to understand structural damping even though to do so re-

quires implementing a suitable 3D damping model into a complex formulation. This is

mainly because structural damping affects the dynamic behavior of structures as demon-

strated by Merett [115] and vibration damping has become an important area of research

and application in the recent past as explained in detail by Sun and Liu [159]. Banks

and Inman [11] studied damping in composite cantilever beams, performing dynamic tests

for various types damping phenomenon. These included air damping, strain-rate damping

(Kelvin-Voigt model type), spatial hysteresis damping (differential rates of rotation causing

internal friction) and time hysteresis damping (time history of strain is considered). Finally,

they used the method of least squares to identify damping coef�cients and concluded that a

spatial hysteresis model combined with a viscous damping model will result in best quanti-

tative agreement. A recent two-part book by Adhikari [2, 4] offered descriptions of almost

all known types of damping models, as well as providing details of analysis techniques

for those models. Additionally, the text also includes other phenomenological models pro-

posed by Lesieutre and Kosmatka as well as a method based on integro-patial-differential

equations by Friswell et al., explained later in this section.

Lazan [94] provides a general constitutive law for a linear viscoelastic material, in other

words, a constitutive law for a material with linear damping can be written as:

�
a0 + a1

�
@
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�
+ a2

�
@2

@t2

�
+ � � � + an

�
@n
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��
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�
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�
@2

@t2
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@tn
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(5.1)

wherea1; a2; : : : ; an andb1; b2; : : : ; bn are constants and could have in�uence on material

properties and constants. For a reduced-order Kelvin-Voigt Model, higher-order derivatives

(second order or higher in� and �rst- or higher-order in� ) are neglected in equation (5.1)

to obtain:

a0� =
�
b0 + b1

�
@
@t

��
� (5.2)
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Similarly, neglecting different higher-order terms in the same expression results in different

rheological models, such as the Maxwell model

�
a0 + a1

�
@
@t

��
� = b0� (5.3)

and the linear solid model

�
a0 + a1

�
@
@t

��
� =

�
b0 + b1

�
@
@t

��
� (5.4)

A linear solid model is also sometimes referred to as combination of Kelvin-Voigt and

Maxwell models, and sometimes as a Zener model. Many researchers have compared

these above models for applications to various problems.
Hoseini [137] uses a generalized Hooke's law for viscoelastic materials,
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which has a new form of constitutive equation that is claimed to bridge the differential and

integral form of linear elasticity. Use of a Kelvin-Voigt model in prior art is criticized and

the article uses Maxwell and Zener models in the theoretical formulation.

Moczo et al. [88] compare the use of aforementioned common rheological models and

perform a comparative study as well. Some researchers do present phenomenological mod-

els to suit a particular experiment or problem. Lesieutre [100] claims that experiments

on typical built-up, lightly damped aerospace structures show weak frequency dependent

damping, but the rheological models mentioned above are strongly dependent on frequency.

Based on this fact, a rotation-based phenomenological model is proposed in which internal

shear force, for a beam in bending, e.g., is proportional to the time rate of change of the

slope.

Lesieutre [99] extended such phenomenological models to include membrane loads.
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Beyond this, it is important to note, of all the relationships or models used to describe

rheological behavior of materials, the most commonly used one for viscoelastic materi-

als is the complex notation method, but it is less relevant for rotor blade like structures.

However, Bilasse [17] proposed a complex mode based numerical method in which the

harmonic balance method is coupled to a one-mode Galerkin procedure to develop a non-

linear amplitude-frequency and amplitude-loss factor relationship for nonlinear vibrations

in sandwich beams.

On the other hand, Mendiguren [114] made use of fractional derivatives, use of which

basically modi�es the Kelvin-Voigt model to have the form� = ad� �
dt � where� takes a value

between 0 and 1. It is demonstrated that fractional derivative model is better in representing

the elastic to elasto-plastic transition but the drawback is the requirement of huge compu-

tational power to solve the problem. Another method demonstrated by Kienholz [75] uses

viscous damping to build a �nite element model for a three-layer laminate consisting a

viscoelastic material layer and modal damping ratios are obtained by using modal strain

energy method. This method was also used [84] to tackle problems in which viscoelastic

patches in a fan blade were introduced to increase the damping in the chord-wise bending

modes, thus enhancing blade fatigue characteristics. Similarly, in other articles [16, 85] a

simple viscous damping model is used for viscoelastic beams and co-cured laminates to

conclude that damping coef�cients are affected by mode number and applied loads, but not

signi�cantly by cure cycle temperatures. Friswell et al. [98] considered dynamics of Euler-

Bernoulli beams with non-local and non-viscous damping by considering a formulation

based on integro-partial-differential equations. Adhikari et al. [153] uses an exponential

form in order to model non-viscous damping with symmetric nonlinearities in a forced

Duf�ng oscillator, such as when the damping force is written as

f d(t) =
Z t

0
c�e � � (t � � )d� (5.6)
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The governing differential equation can be written as

m
d2x

dt̂2
+ c

Z �̂ = t̂

�̂ =0
�e � � ( t̂ � �̂ ) dx

d�̂
d�̂ + kx + �kx 3 = A cos(
 t̂) (5.7)

Erturk et al. [96] introduce softening and dissipative nonlinearities and based on the

model chosen, backbone curves with a linear(� x2sgn(x)) or quadratic variation(� x3) of

the peak response frequency versus response amplitude are obtained. Damping terms are

introduced through the virtual work done by non-conservative forces, viz.,

� W = �
Z l

0
[̂b1u3 sgn(u3) + b̂2u2

3

i
sgn( _u3)�u 3dx1 (5.8)

Note that the overbar indicates that� W is one quantity and not variation of a functional

W. Using the damping terms contributing to the expression of virtual work done by non-

conservative forces for a bimorph, the governing equation is obtained as:

•x +
�

b1x sgn(x) + b2x2
�

sgn( _x) + k1x + k2x2sgn(x) = � m•z(t) (5.9)

There also have been other researchers who have attempted to implement a nonlinear

damping model. Alijani et al. [8] considers out-of-plane excitation and resulting nonlin-

ear vibrations of thin rectangular plates and curved panels. Alijani et al. use Donnell's

nonlinear shell theory and the governing equations contain quadratic and cubic nonlinear

stiffness terms. It has been observed that structures display larger dissipation in large ampli-

tude vibrations, resulting in smaller increases in peak amplitudes of successive forces. This

phenomenon is due to a nonlinear change of damping during large amplitude vibrations.

This shows that larger damping is observed in large amplitude vibrations and provides mo-

tivation to consider nonlinear damping. While Lakes presented viscoelastic measurement

techniques [91], the authors of Ref. [11, 84, 88, 94, 114, 115, 137, 159] have provided

experimental validations as well.

77



5.2 Mixed Formulation of the GEBT with Structural Damping

The beam theory implemented in DYMORE [12], a tool for multibody dynamic simula-

tions, is based on a formulation that regards displacement and rotation as the fundamental

variables. On the other hand, work presented in various articles [30, 69, 148] demon-

strate the utility of including intrinsic variables, such as force and moment variables. In

the present approach, a mixed formulation [186] implemented in a tool named GEBT is

modi�ed to accommodate structural damping.

The behavior of beams is governed by the extended Hamilton's Principle as shown

Z t2

t1

[� (K � U ) + � W]dt = 0 (5.10)

wheret1 andt2 are arbitrary �xed times,K is the kinetic energy,U is the internal energy,�

is the Lagrangian variation for a �xed time, and� W is the virtual work by applied loads.To

implement a mixed formulation for the 1-D beam analysis, variables in Eq. (5.10) are rep-

resented in terms of the intrinsic variables. So, the variation of strain energy can be written

as:
Z l
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� T

(5.12b)

Substituting values from Eq. (5.12) into Eq. (5.11), one obtains

Z l

0
� Udx1 =

Z l

0
[�
 T F + �� T M ]dx1 (5.13)
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The virtual rotation can then be expressed as:

f� = � �CC T (5.14)

Upon differentiating with respect tox1 and using relation�� = �K obtained by operating

on Eq. (2.13b), from Eq. (2.14b) one may obtain the variation of the generalized moment

strains as

�� = � 
0
+ eK � (5.15)

To obtain variation of the generalized force strain measures, using derivation from Hodges [69],

the variation of Eq. (2.14a) is expressed as

�
 = �C (e1 + u0+ eku) + C(�u 0+ ek�u ) (5.16)

To eliminateu, a column matrix of virtual displacements� q = b� (u) is introduced which

is only in thebbasis just like the displacement vector. Subsequently, one obtains

�
 = �q
0
+ eK �q + ( ee1 + e
 )� (5.17)

After substituting values for�
 from (5.17) and for�� from (5.15) into Eq. (5.13), the

variation in strain energy density is represented as:
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Similar to the strain energy, the variation in kinetic energy can also be expressed in

intrinsic quantities as
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Just like the forces and moments in Eq. (5.12), sectional linear and angular momentaP and

H are written as

P =
�

@K
@V

� T

= � (V � e� 
) (5.20a)
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�
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Using the velocity and angular velocity relationships from Hodges [69], variations of

those quantities are obtained as

�V = _�q + e
 �q + eV� (5.21a)

� 
 = _� + e
 � (5.21b)

The variation in kinetic energy density can be rewritten as:

� K = �V T P + � 
 T H (5.22a)
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Known body forces and tractions over the surface of the smart beam can have virtual

work equivalent to that of distributed applied forces and moments as shown by [42]. The

virtual work equivalent, because of the applied loads and moments per unit length (i.e.,f

andm), is given by

� W =
Z l

0
(�q

T
f + � 

T
m)dx1 (5.23)

The variational statement in Eq. (5.10), after substituting values from equations (5.13),
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(5.22a) and (5.23), is rewritten as
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If the intrinsic formulation is chosen, then one integrates (5.24) by parts with respect tot

andx1 and uses the 1-D kinematical relations to obtain
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Furthermore, the Euler-Lagrange equations can be extracted from (5.25) which are the

intrinsic equations of motion and are written as

F 0+ eKF + f = _P + e
 P (5.26a)

M 0+ eKM + ( ee1 + e
 )F + m = _H + e
 H + eV P (5.26b)

The intrinsic kinematical equations required to solve a problem using intrinsic formulations

are derived by Hodges [69] and are written as

_
 = V 0+ eKV + ( ee1 + e
 )
 (5.27a)

_� = 
 0+ eK 
 (5.27b)

where V(x1) is the column matrix of velocity measures expressed in the beam cross-
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sectional frame and
( x1) is the column matrix of angular velocities.

To implement a suitable damping methodology, however, the mixed formulation is

used. The variational statement in Eq. (5.10), after substituting values from equations

(5.18), (5.22b) and (5.23), is rewritten as a variational statement in the mixed formulation
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The constitutive law obtained from the 2-D sectional analysis in Eq. (2.53) provides an

expression for elastic forces and moments such that
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Using the Kelvin-Voigt model from Eq. (5.2) to include structural damping, one obtains

the modi�ed constitutive law as

8
><

>:

F

M

9
>=

>;
| {z }

Variables

=

2

6
4

A B

B T D

3

7
5

8
><

>:




�

9
>=

>;
| {z }

Elastic Forces

+

2

6
4

A B

B T D

3

7
5 [� ]

8
><

>:

_


_�

9
>=

>;
| {z }

Dissipative Forces

(5.30)

Rearranging terms in Eq. (5.30) to obtain
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where the �exibility matrix is de�ned as
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Now, we need to identify the coef�cients of the 3-D damping matrix. The stiffness

matrix-based proportional damping is not suf�cient to model a correct damping behavior.

Hence, there is a need for 3-D damping model. As mentioned in section 2.3 that most

researchers use experimental techniques to obtain damping coef�cients. This approach

may not be appropriate in this case because performing experiments with excitation to

obtain response in different modes of deformation may not be feasible to study dissipation

characteristics.

The plan is to leverage the information on material damping available through experi-

ments or standard data books as well as the information processed during cross-sectional

analysis in Sec. 2.3. For the application of a K-V model, the basic damping matrix without

the 3-D effects would look like
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(5.33)

where� is either a material damping coef�cient obtained from experiments or a Rayleigh's

dissipation coef�cient for a given material.

Using Lazan's monograph [94] and considering the shape factors, volume, surface area

and peak stress information obtained from VABS, we identify a normalized damping inte-

gral which will be used to treat the� in the original damping matrix to �nally create this
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reformed 3-D damping matrix.
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This represents a 3-D damping matrix where the effect of damping on deformations of

various degrees of freedom is not the same. It is important to note that (5.31) is a linear

ordinary differential equation of �rst-order in time. One can obtain the exact solution of

that Eq. of the form 8
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where[f (t)] is a 6� 6 matrix with elements as functions of the timet. All the variables

in the ODE are inherently functions ofx1 andt. To further derive the mixed formulation,

the kinematic differential relations are incorporated into the variational statement (5.31)

with the help of Lagrange multipliers and using calculus of variations. These kinematic

differential equations may either be derived or directly used from equations (2.14) and

(5.27). Rearranging the
 Eq. (2.14a), one obtains

u0 = CbB(e1 + 
 ) � e1 � ~ku (5.36a)

_u = CbBV � v � ~!u (5.36b)

c0 = Q� 1(� + k � CbBk) (5.36c)

_c = Q� 1(
 � CbB)! (5.36d)

where Eqs. (5.36a) and (5.36c) can be derived from Eq. (2.14). However, Eqs. (5.36b)
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and (5.36d) need additional information from Ref. [67] for derivation. Also,
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from Wang and Yu [170], such that

Q� 1 =
�
1 �

1
16

cT c
�
� +

1
2

~c +
1
8

ccT (5.38)

and

c0 = 2
�

1 � tan2 �
4

�
(5.39)

The variational statement with� i 's as the Lagrange multipliers, incorporating the kinematic

differential equations, becomes
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If the damping solution is not obtained in Eq. (5.35), then Eq. (5.31) can be incorporated
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into the variational statement along with additional Lagrange multipliers as shown here:
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(5.41)

However, incorporating additional Lagrange multipliers introduces complexity in the vari-

ational statement. Following Wang and Yu [170], after identifying Lagrange multipliers in

(5.40), one obtains
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(5.42)

Here the strains and curvatures are obtained from (5.35) and are not dependent only on

elastic forces and moments. In this equation, the time derivatives of virtual quantities are

removed through integrations by parts andQa = CabQCba.

To further complete the solution of the variational statement using the mixed formula-
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tion, shape functions of lowest possible order are chosen. For two-noded beam elements of

length� L i ,one can introduce a general coordinate� such that

� =
x1 � L i

� L i
dx1 = � L i d� ()0 =

1
� L i

@()
@�

(5.43)

whereL i is thex1 coordinate of the starting node. Introducing the following linear shape

functions for these variables as only �rst-order derivatives appear in the formulation and

constants for other test functions, one obtains

�u a = (1 � � )�u i + ��u j � a = (1 � � )� i + �� � j

�F a = (1 � � )�F i + ��F j �M a = (1 � � )�M i + �� �M j

(5.44)

with i as the starting andj as the ending node. Dividing the beam intoN elements with

the starting node of thei th element numbered asi and the ending is numbered asi + 1, one

obtains the �nite element equations as

f �
u1

� F �
1 = 0 (5.45)

f �
 1

� M �
1 = 0 (5.46)

f �
F1

� û1 = 0 (5.47)

f �
M 1

� ĉ1 = 0 (5.48)

at the starting node, and

f +
uN

� F �
N +1 = 0 (5.49)

f +
 N

� M �
N +1 = 0 (5.50)

f +
FN

+ ûN +1 = 0 (5.51)

f +
M N

+ ĉN +1 = 0 (5.52)

87



at the ending node. The starred quantities are the external forces and moments balancing the

internal resultants. Further, at each intermediate node, the following continuity equations

are imposed:

f +
u i

+ f �
u i +1

= 0 (5.53)

f +
 i

+ f �
 i +1

= 0 (5.54)

f +
F i

+ f �
F i +1

= 0 (5.55)

f +
M i

+ f �
M i +1

= 0 (5.56)

f Pi = 0 (5.57)

f H i = 0 (5.58)

Carrying out the integration of Eq. (5.42), analytically after using the shape functions

written in Eq. (5.44), one obtains
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(5.59)
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with
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and

f
�
i =

Z 1

0
(1 � � )f a� L i d� (5.66)

f
+
i =

Z 1

0
�f a� L i d� (5.67)

m�
i =

Z 1

0
(1 � � )ma� L i d� (5.68)

m+
i =
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Governing equations (5.45) – (5.58) can be written compactly in the form

F (X; _X ) = 0 (5.70)

whereF is a system of18N + 6M equations andX is a vector containing18N + 6M

unknowns. Speci�cally, equations corresponding tof u andf  are the equations of motion,

f F andf M are the strain-displacement equations and the equations corresponding tof P and

f H are velocity-displacement kinematical equations. The system of nonlinear equations are
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solved using Newton-Raphson method along with line search algorith to guarantee global

convergence. A suitable Newmark time-marching scheme derived for this purpose is shown

below for a generic function of time,A:

A(t + �t ) = A(t) + _A(t)�t

+[(1 � 2� ) •A(t + �t ) + 2 � •A(t + �t )]
(�t )2

2
(5.71)

_A(t + �t ) = _A(t) + [(1 � c) •A(t) + c •A(t + �t )]�t (5.72)

where�t is the time increment. Substituting (5.71) into (5.72) one obtains
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�
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c
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�
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c

��t
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(5.73)

Following Yu [186], if one choosesc2� = 1, the above formulation can be simpli�ed as

_A(t + �t ) =
2[A(t + �t ) � A(t)]

�t
� _A(t) (5.74)

Equations (5.60), (5.61), (5.64), and (5.65) are modi�ed to further carry out time march-

ing. Starred quantities appearing in the developed equations such as( ) � are evaluated at
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time t and the others are evaluated at time stept + �t , such that
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In the overall implementation of damping in the mixed formulation using the K-V

model, incorporation of structural damping has been done by allowing the strain and cur-

vatures variables to be represented in the form of total force and total moment variables.

In prior work, those variables were represented only in the terms of elastic force and mo-

ment variables. This modi�cation has been made to an in-house version of GEBT and a

veri�cation study is presented in the next section.

5.3 Veri�cation

In this section of the article, a veri�cation of the proposed theory against 3-D Finite Element

Method (FEM) is provided. It is important to note that commercially available 3-D FEM

tools are only equipped with proportional damping. That is, these tools accept only a

constant coef�cient proportional either to the mass matrix, the stiffness matrix or both. A

generalized form of proportional damping was proposed by Adhikari [3]. 3-D FEM tools

require just one coef�cient to proportionate the entire mass or stiffness matrix as compared

to the proposed formulation where 3-D damping coef�cients can be provided, so that an

entire 6� 6 matrix can be populated to model 3-D damping in realistic composite beam like
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structures.

Figure 5.1: Cross section details of the cantilever beam

So, in order to validate results, the present formulation is modi�ed to generate a special

case of stiffness-proportional damping to represent a problem with the simplest form of

structural damping and subsequently compare the damped frequencies obtained from this

formulation with those obtained from 3-D FEM. For example, a typical cantilever beam

made of aluminum, with cross-sectional dimensions 0.5 m� 0.1 m, as shown in Fig. 5.1,

Young's modulus of 70� 109 Pa, Poisson's ratio 0.327 and density of 2700 kg/m3 is cho-

sen for a damped frequency eigenvalue analysis using the formulation implemented in

VABS+GEBT along with 3-D FEM. Results for damped frequencies demonstrating the

agreement between present approach as well as 3-D FEM is presented in Table 5.1.

Table 5.1: Damped Frequency: 3-D FEM vs. VABS+GEBT

Frequency (! d) 3-D FEM1 3-D FEM1 VABS+GEBT
Undamped Damped Damped

1 0.20415 0.1970 0.19707893
2 1.0203 1.0050 1.0050081
3 1.2792 1.2352 1.2352704
4 3.581 3.4599 3.4599691
5 6.3748 6.2820 6.2820758
6 7.0158 6.7838 6.7838326
7 11.593 11.2224 11.222416
8 14.488 13.9702 13.970275
9 17.311 16.7799 16.779962
10 17.765 17.5190 17.519074

13-D FEM calculations are performed in ANSYS Inc. 18.0

As mentioned above, to perform this analysis, the present approach is reduced to incor-
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porate a stiffness-based proportional damping using the Kelvin-Voigt model from equation

(5.2) to include structural damping, one obtains the modi�ed constitutive law as
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Rearranging terms in equation (5.79) to obtain
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It is important to note that Eq. (5.80) is a linear ordinary differential equation of �rst-order

in time. One can obtain the exact solution of that equation of the form
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where[f (t)] is a 6� 6 matrix with elements as functions of timet. All the variables in the

ODE are inherently functions ofx1 andt. For the purpose of solving the present example,

the damping coef�cient of 2� 10� 4 s obtained from standard material data tables instead of

using. 3-D damping matrix. Thus, Eq. (5.80) is suitably modi�ed to obtain
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The solution to the ordinary differential equation is obtained as
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For isotropic beams such as the one demonstrated in the validation studies,� = E and

�
� = � where� is the stiffness proportional Rayleigh's dissipation coef�cient, so equation

(5.84) becomes 8
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which is then incorporated in the eigenvalue analysis and the Newmark scheme for time

marching analysis.

Figure 5.2: Representation of applied tip transverse load

In another case, the tip of a cantilever beam with cross section as shown in Fig. 5.1 is

subjected to a dynamic load of magnitudef 3 = 104 sin(20t). Detailed characteristics of

the applied load are shown in Fig. 5.2. The response of the beam is plotted from time 0 to 1

seconds is shown in Fig. 5.3. Results from 3-D FEM are also presented alongside. It is im-

portant to note that the results obtained from GEBT are 1-D results until 3-D displacements
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are recovered with the help of the warping calculated during the cross-sectional analysis.

To appropriately compare 1-D results obtained from GEBT and 3-D results obtained from

FEA, the 3-D results are averaged over the cross section and then plotted in Fig. 5.3. It

is observed that the results with damping obtained from the present approach agree with

the results obtained from FEA, providing an evidence that the current implementation of

Kelvin-Voigt model is appropriate at least for problems involving structural damping that

can be modeled with stiffness-proportional damping.

Figure 5.3: Dynamic response: Tip displacement under dynamic transverse loading
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CHAPTER VI

INITIALLY CURVED AND PRE-TWISTED SMART BEAMS

In recent times the use of smart structures has skyrocketed. Smart structures can sense and

respond to stimuli. These are made up of active materials like the Shape Memory Alloys

(SMAs), electrostrictives, magnetostrictives, piezoelectric materials etc. After integration

into the structures, these can be used as self-controllable and monitorable systems [61].

Among these active materials, more focus is given to piezoelectric materials, as they can

be used both as actuators as well as sensors by relating external stimuli to strains and vice-

versa [37].

Chee et al. [32], Loewy [108], Chopra [37] and Giurgiutiu [52] discuss this promising

technology. Despite all the research being done, the analytical capabilities to predict the

response of smart structures is quite limited as compared to conventional composite struc-

tures. Most of the active structural components can be analyzed using beam models, which

have one dimension much larger than the other two. Hence, these structures are termed as

smart beams.

In the literature, models are classi�ed into engineering models, which are based on

a priori kinematic assumptions, and asymptotic models, which are based on asymptotic

expansion of three-dimensional (3D) quantities. Engineering models are widely used in

the modeling of smart beams. A review of these models is presented by Mackerle [111,

112] and Chopra [37]. These can be studied by considering only the main induced effect
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in the model (uncoupled) [31, 41, 128, 144], or by considering both the actuation and

sensing capabilities simultaneously (coupled) [97, 136, 150, 161]. These models rely on a

priori kinematic assumptions, mainly based on intuition and have clear physical meaning.

However, these cannot be easily extended to heterogeneous structures. On the other hand,

the asymptotic method does not rely on any a priori assumptions and can reduce the 3D

problem into a sequence of 1D beam models by taking advantage of small parameters [9].

The Variational Asymptotic Method (VAM) [15] includes the bene�ts of both these

above mentioned methods. The 3D beam theory is dimensionally reduced into a 2D cross-

sectional analysis and a 1D beam theory. VAM has been successfully applied to 2D cross-

sectional analysis of smart beams.Wang [169] applied VAM to model the multiphysics

behavior of smart beams. Roy et al. [147] developed the classical model for smart beams.

Roy and Yu [146] added on by developing the re�ned generalized Timoshenko model.

However, the work related to the incorporation of smart beam capabilities into the 1D

beam theory remains limited.

Robbins and Reddy [144] used a layer-wise displacement theory to analyze actuators

within beams using piezoelectric materials. Saravanos and Heyliger [149] developed ap-

proximate �nite element solutions for the static and free-vibration analysis of beams with

the capability to model both sensory and active composite laminates with embedded piezo-

electric layers. Han et al. [58] used DYMORE for the non-linear dynamic simulation mod-

eling for smart beams involving piezoelectric materials. Ajitsaria et al. [6] showed the mod-

eling of a bimorph piezoelectric cantilever beam for voltage generation. A �nite element

formulation for vibration control of a laminated plate with piezoelectric sensors/actuators

is presented by Hwang and Park [72]. A �nite element model for the static and dynamic

analysis of a piezoelectric bimorph is developed by Wang [171] in 2004.

In the present study, analytical predictive capabilities for smart beams have been incor-

porated into the geometrically exact intrinsic equations derived by Hodges [69]. A uni�ed

solution to predict the 1D linear response of smart beams for both sensing and actuation
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cases is presented. This method uses the 2D coupled cross-sectional parameters obtained

from the variational asymptotic smart beam theory developed by Neto et al. [119] as inputs

into the modi�ed equations. Le [95] proposed a classi�cation of smart beams based upon

the arrangement of electrodes for the piezoelectric materials into an Axial Field Problem

(end surfaces of smart beams are fully or partially electroded) and a Radial Field Problem

(surfaces parallel to the axis of smart beams are electroded). Initially curved and twisted

Radial Field Problems are considered in the present work such that the electroded surfaces

form equi-potential surfaces with prescribed electric potential. A commercially available

�nite element code ABAQUS is used to validate the results obtained from the modi�ed

linear1D beam equations. Excellent agreement is found between the present work and the

3D FEM results for both the actuation and sensor cases of different beam geometries.

6.1 Modi�cations to the Theoretical Framework

This section explains the modi�cation made to the sectional and the 1-D beam analysis

to solve problems involving piezo-composite beams. As we already know by now that

the behavior of smart beams is governed by Hamilton's Principle where the total internal

energy will be determined by the mechanical �eld, along with one or more other �elds as

opposed to the strain energy in Eq. (5.10).

Z t2

t1

[� (K � U ) + � W]dt = 0 (6.1)

wheret1 andt2 are arbitrary �xed times,K is the kinetic energy,U is the internal energy,�

is the Lagrangian variation for a �xed time, and� W is the virtual work by applied load and

electrical charges. As usual, the bar indicates that the virtual work need not be the variation

of a functional.
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For piezoelectric smart beams, from Ref. [95], the electrical enthalpy is

U =
1
2

Z

V
(� T : CE : � � 2E � e : � � ET � " � � E)dV (6.2)

where� is the 3-D strain tensor,CE is the elastic tensor at constant electric �eld, which is

further described in Appendix B,e is the piezoelectric tensor,E is the electric �eld vector,

" � is dielectric tensor at constant strain �eld andV is the volume of smart beam. For smart

beams with no initial curvature or twist, the constitutive relation matrix(9 � 9) is

U =
1
2

Z L

0
h� T C� i dx1 (6.3)

where

C =

2

6
4

CE � eT

e � " �

3

7
5 (6.4)

Now, a variational asymptotic expansion can be carried out as described in Sec. 2.3. This

procedure was �rst carried out for piezoelectric beams by Roy et al. [145]. Following the

method stated in Valliappan et al. [163], constraints on warping and electric potential can be

speci�ed. Upon the minimization of the equivalent 1-D strain energy per unit length with

respect to the unknown warping �eld variables results in the 1-D constitutive law. Follow-

ing the steps given by [146] to obtain asymptotically correct second-order strain energy and

carrying out transformation into the generalized Timoshenko smart beam model, we get 1D

constitutive law relating the 1D generalized resultant forces on the beam cross-section with

the 1D generalized strains given by
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With the stiffness and mass matrices obtained from the sectional analysis, next step is to

use the mixed formulation as laid out in Sec. 5.2 or the intrinsic equations for the beam
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derived in Eq. 5.25 and also given by

F 0+ eKF + f = _P + e
 P (6.6a)

M 0+ eKM + ( ee1 + e
 )F + m = _H + e
 H + eV P (6.6b)

The solution procedure is taken from Yu and Blair [186], which makes use of a constitutive

law using a �exibility matrix instead of a stiffness matrix given by

8
><

>:




�

9
>=

>;
=

2

6
4

R Z

Z T T

3

7
5

8
><

>:

F

M

9
>=

>;
(6.7)

and the intrinsic kinematic partial differential equations

_
 = V 0+ eKV + ( ee1 + e
 )
 (6.8a)

_� = 
 0+ eK 
 (6.8b)

whereV(x1; t) is the column matrix of velocity measures expressed in the beam cross-

sectional frame and
( x1; t) is the column matrix of angular velocities. Further derivation

of the intrinsic formulation are presented by Hodges [68]. For the purpose of validation,

these formulations are simpli�ed for static cases resulting into linear equations and are used

in the next section. Also, short derivations and relevant details are included as part of the

solution of the example problems presented in next section, Sec. 6.2.

6.2 Validation Studies

In order to verify the formulated theory, three different cases that were taken into consid-

eration are prismatic, initially twisted and initially curved smart beams. To investigate the

static characteristics, each of the cases was validated for when used as an actuator and as a

sensor. Cross-sectional analysis tool VABS [145] is used to obtain the cross-sectional con-
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stants and actuation terms which serve as input parameters into the formulated equations.

The results obtained were compared with the 3D FEM analysis done in ABAQUS [63].

6.2.1 Straight Smart Beam

Figure 6.1: Three-layer straight smart beam

Actuator

A three-layer piezo-composite smart beam is studied in the literature [144, 149, 58, 33].

This cantilevered smart beam is made up of a piezoelectric layer on the top, followed

by an adhesive layer �xing it to an aluminum substrate as shown in Fig. 6.1. Table 6.1

shows the geometrical and material properties of the beam. Robbins [144] provided only

the mechanical properties of the piezoelectric material and assumed0:1% induced strain

actuation for calculations. [33] and [58] applied12:49 kV across the piezoelectric layer

which resulted in the same average axial strain. So for the purpose of actuation, a constant

electric voltage of12:49 kV is applied on the top surface of piezoelectric layer and the

bottom surface of the piezoelectric layer is grounded.
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Table 6.1: Geometry and material properties of three-layer smart beam

Properties Piezoelectric Adhesive Aluminum

E11 (GPa) 68.9 6.9 68.9
E22 = E33 (GPa) 48.3 6.9 68.9

G12 = G13 = G23 (GPa) 20.7 2.46 27.6
� 13 0.25 0.4 0.25

e31(C m� 2) -6.54 0 0
e32 (C m� 2) -4.14 0 0
e33 (C m� 2) 11.58 0 0

� 11=� 22=� 33 (C V� 1 m� 1) 11:53� 10� 9 11:53� 10� 9 10:18� 10� 11

Thickness (mm) 1.524 0.254 15.24
Width (mm) 25.4 25.4 25.4
Length (mm) 152.4 152.4 152.4

Density (kg m� 3) 7600 1662 2769

Table 6.2: Cross-sectional constants of three-layer straight smart beam

S 1 2 3 4 5 6

1 2.9324� 107 0.691675 2.4937 0.0390635 -2575.85 1481.36
2 0.691675 9.54803� 106 9545.66 3401.75 0.048804 -0.00634431
3 2.4937 9545.66 9.57643� 106 -492.044 11.2683 0.50928
4 0.0390635 3401.75 -492.044 625.46 -0.0201041 -0.000224116
5 -2575.85 0.048804 11.2683 -0.0201041 698.577 -4.23373
6 1481.36 -0.00634431 0.50928 -0.000224116 -4.23373 1570.39
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First, the cross-sectional constants are obtained from VABS as listed in Table 6.2. These

along with the actuation termsFa1 = 2:76337� 103 N andM a2 = 2:314� 101 Nm, obtained

speci�cally from VABS version 4.0 are used as inputs into the equations. The accuracy of

results also depend upon the accuracy of these cross-sectional constants. ABAQUS is used

for the 3D FEM analysis. The cross-section is meshed with seven elements along the

thickness of aluminum layer and two elements along the thickness of both piezoelectric

and adhesive layers. Ten elements are speci�ed along the width and twenty elements along

the length of each layer. The aluminum and adhesive layers contain 8-node linear brick

elements, with reduced integration and hourglass control (C3D8R). The piezoelectric layer

has 8-node linear piezoelectric bricks (C3D8E). A general contact interaction is present

between all the layers having interaction properties such that there is no slip (tangential

behavior) and there exists a hard contact without separation (normal behavior). The linear,

intrinsic equations for static case are given by:

F 0+ ekF + f = 0

M 0+ ekM + ee1F + m = 0
(6.9)

where

eK =

2

6
6
6
6
4

0 � k3 k2

k3 0 � k1

� k2 k1 0

3

7
7
7
7
5

ee1 =

2

6
6
6
6
4

0 0 0

0 0 � 1

0 1 0

3

7
7
7
7
5

(6.10)

Here,f andm are the uniform distributed force and moment column matrices, respectively.

F andM are the force and moment column matrices, respectively. The kinematic equations

103



can be simpli�ed as:


 = u0+ eku + ee1� (6.11a)

� = � 0+ ek� (6.11b)

On solving the constitutive Eq. (5.31), the intrinsic Eq. (6.9) and the kinematic Eq. (6.11),

values of displacements and rotations can be obtained. Two sets of boundary conditions

(BC) are possible. One set could be either applied atx1 = 0 or the other which is applied at

x1 = L. It would be simpler to apply boundary conditions atx1 = L as shown

BC at x1 = L;

8
>>>>>><

>>>>>>:

F1(L) = F̂1; M1(L) = M̂ 1

F2(L) = F̂2; M2(L) = M̂ 2

F3(L) = F̂3; M3(L) = M̂ 3

(6.12)

Moreover, it would make sense to use the local coordinate frame to solve the equations as

the actuation and distributed load variables are present in that frame. Later on, the results

can be converted back into the global coordinate frame easily using a direction consine

matrix. Using the boundary condition sets, Eq. (6.9) can be solved for givenF andM

matrices, so that

F =

8
>>>><

>>>>:

F̂1 + Fa1 + f 1(L � x1)

F̂2 + Fa2 + f 2(L � x1)

F̂3 + Fa3 + f 3(L � x1)

9
>>>>=

>>>>;

(6.13)

M =

8
>>>><

>>>>:

M̂ 1 + M a1 + m1(L � x1)

M̂ 2 + M a2 � 1
2(L � x1)( f 3(L � x1) + 2( F3 � m2))

M̂ 3 + M a3 + 1
2(L � x1)( f 2(L � x1) + 2( F2 + m3))

9
>>>>=

>>>>;

(6.14)

By substituting Eqs. (6.13) and (6.14) into Eqs. (6.15) and (6.16), and specifying boundary

conditions such that the displacements and rotation terms are zero at the �xed end(x1 = 0) ,
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the values of displacement and rotations can be obtained along the beam length directly in

the global frame because the beam is straight. For this particular case, because the beam is

straight and prismatic,k1 = k2 = k3 = 0, no external tip forces and moments are acting,

and column matriceŝF = 0 andM̂ = 0. Finally, no distributed loads are applied so column

matricesf = 0 andm = 0.

8
>>>><

>>>>:

u1
0(x1)

u2
0(x1) � � 3(x1)

� 2(x1) + u3
0(x1)

9
>>>>=

>>>>;

= RF + ZM (6.15)

8
>>>><

>>>>:

� 1
0(x1)

� 2
0(x1)

� 3
0(x1)

9
>>>>=

>>>>;

= Z T F + TM (6.16)

Here,u(x1) is the column matrix of displacement measures expressed in the beam cross-

sectional frame and� (x1) is the column matrix of in�nitesimal cross-sectional rotations.

Table 6.3 shows the tip displacement values computed by [144], [149], ABAQUS and

the present work at the midpoint of the cross section(H=2). It can be observed that the

results obtained from present equations are more close to the results obtained from the 3D

FEM. Figures 6.2 and 6.3 show the variations in the displacement results obtained along

the beam length. Figure 6.4 shows the rotation (in radians) for each section along the beam

length.

Table 6.3: Tip displacements of straight smart beam

Displacement (m) Robbins et al. Saravanos et al. ABAQUS Present

U1(� 105) 1:365 1:361 1:485 1:481
U3(� 104) � 3:470 � 3:299 � 3:889 � 3:888
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Figure 6.2: Displacement inx1 direction (straight actuator)

Sensor

The same three-layer, straight, piezo-composite cantilevered beam is studied as a sensor.

All the material and geometrical properties remain the same as speci�ed earlier in Table 6.1.

The cross-sectional constants given by VABS are also the same as shown in Table 6.2.

The only difference from the actuator case is that no electric voltage is applied on the

piezoelectric layer, which means that all the actuation terms are now zero. Instead, a point

load of 100 N is applied at the midpoint of the tip section towards the positivex3 direction

as seen in Fig. 6.1. The value ofF̂3 = 100 N; and all other loads, moments and curvatures

are speci�ed as zero in Eqs. (6.13) – (6.16) for the straight smart beams. The displacement

and rotation values along the beam length are compared with the 3D FEM results as shown

in Figs. 6.5 and 6.6. These values could be further used as inputs to recover the distribution

in voltage, stress and strain in each section along the beam length.
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Figure 6.3: Displacement inx3 direction (straight actuator)

6.2.2 Twisted Smart Beam

Actuator

In order to analyze the effect of initial twist, the straight smart beam analyzed in Case

1 is provided with an initial twist of20° aboutx1 as seen in Fig. 6.7. The material and

geometrical parameters remain the same as speci�ed earlier in Table 6.1. For actuation,

the same constant electric voltage of12:49 kV is applied on the top of piezoelectric layer

having its bottom surface grounded.

VABS version 4.0 is used to obtain new cross-sectional constants for this initially

twisted smart beam as speci�ed in Table 6.4. These along with actuation termsFa1 =

2:722� 103 N andM a2 = 2:2915� 101 Nm are used as inputs into the equations. The

direction of these terms remain the same with respect to the local coordinate frame of each

section hence they are easily accommodated in the equations. The cross section contains

110 elements and 20 elements present along the length and width of each layer, respec-

107



Figure 6.4: Rotation aboutx2 axis (straight actuator)

tively, with the same element types as speci�ed in Case 1.

Because of the lack of literature available for initially twisted and curved smart beams,

3D FEM analysis done in ABAQUS is used to verify the results obtained from the modi�ed

equations. The initial twistk1 = �= (9L) rad/m, and the curvaturesk2 = k3 = 0. No

external tip forces and moments are acting, so column matricesF̂ andM̂ are both equal to

zero. Similarly, no distributed loads are applied, so column matricesf = 0 andm = 0.

On solving Eq. (5.31), (6.9), (6.11), and (6.12), the Eqs. (6.13) – (6.16) speci�ed in Case

1 are now changed into Eqs. (6.17) – (6.22) for the initially twisted beam. It is simpler to

calculate the displacement and rotations for each section in the local coordinate frame (x0
2,

x0
3) because of the presence of actuation terms in that frame.

F =

8
>>>><

>>>>:

F̂1 + Fa1 + f 1(L � x1)

G1 sin(k1 (L � x1 ))+ G2 cos(k1 (L � x1 )) � f 3

k1
+ Fa2

G2 sin(k1 (L � x1 )) �G 1 cos(k1 (L � x1 ))+ f 2

k1
+ Fa3

9
>>>>=

>>>>;

(6.17)
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Figure 6.5: Displacement inx3 direction (straight sensor)

Table 6.4: Cross-sectional constants of three-layer twisted smart beam

S 1 2 3 4 5 6

1 2.93241� 107 -4910.74 -4416.08 -3.9026 -2577.35 1481.29
2 -4910.74 9.54987� 106 9506.6 3413.33 -283.869 9.42858
3 -4416.08 9506.6 9.58203� 106 -491.905 19.3503 -934.201
4 -3.9026 3413.33 -491.905 625.469 0.485259 -0.139093
5 -2577.35 -283.869 19.3503 0.485259 698.749 -4.23138
6 1481.29 9.42858 -934.201 -0.139093 -4.23138 1571.14

where

G1 = f 2 � F̂3k1

G2 = f 3 + F̂2k1

(6.18)

M =

8
>>>><

>>>>:

M̂ 1 + M a1 + m1(L � x1)

T1 cos(k1 (L � x1 )) �T 2 sin(k1 (L � x1 ))+ f 3 � m3k1

k1
2 + M a2

T2 cos(k1 (L � x1 ))+ T1 sin(k1 (L � x1 )) � f 2+ m2k1

k1
2 + M a3

9
>>>>=

>>>>;

(6.19)
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Figure 6.6: Rotation aboutx2 axis (straight sensor)

where

T1 = � f 3 + k1(m3 + M̂ 2k1 + G1(L � x1))

T2 = f 2 + k1(� m2 + M̂ 3k1 + G2(L � x1))
(6.20)

8
>>>><

>>>>:

u1
0(x1)

� k1u3(x1) � � 3(x1) + u2
0(x1)

k1u2(x1) + � 2(x1) + u3
0(x1)

9
>>>>=

>>>>;

= RF + ZM (6.21)

8
>>>><

>>>>:

� 1
0(x1)

� 2
0(x1) � k1� 3(x1)

k1� 2(x1) + � 3
0(x1)

9
>>>>=

>>>>;

= Z T F + TM (6.22)

The results for each section are transformed back into the global coordinate frame (x2,x3)
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Figure 6.7: Three-layer twisted smart beam

using the rotation matrix�R .

�R =

2

6
6
6
6
4

1 0 0

0 cos(k1x1) � sin(k1x1)

0 sin(k1x1) cos(k1x1)

3

7
7
7
7
5

(6.23)

Results obtained from the present work are compared with those obtained from ABAQUS

as shown in Figs. 6.9 – 6.12.

Sensor

The same curved beam is analyzed as a sensor. Since no electric potential is prede�ned, all

the actuation terms go to zero. This time, a uniform distributed load of10kN/m is applied

on the top of the piezoelectric layer in the negative localx3 direction (i.e.,f 3 = � 10; 000)

as seen in Fig. 6.7 where the distributed load remains perpendicular to the surface. Since we
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Figure 6.8: Rotation from local to global frame

are solving the equations in the local frame, no modi�cations in either boundary conditions

or equations are required. It should be noted that in ABAQUS a total distributed load of

1524 N is applied for analysis. If a tip load was applied in the positive globalx3 direction,

then we would have to specify its components in the local frame. The results obtained from

solving Eqs. (6.17) – (6.22) are plotted in Figs. 6.13 – 6.15, which could be further used as

inputs to recover 3D results.

6.2.3 Curved Smart Beam

Actuator

A curved cantilevered piezo-composite smart beam is modeled as shown in Fig. 6.16. The

same straight smart beam as discussed in Case 1 is provided with an initial curvature of

0:0023rad/mm aboutx3. The beam is de�ned by an arc of152:4 mm length making20°

with the center located on the positivex2 axis. The geometrical and material properties re-

main the same as given in Table 6.1. The elements in each layer remain the same with 1400

elements in aluminum, 400 in adhesive and 400 in piezoelectric layer. For actuation,12:49
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Figure 6.9: Displacement inx1 direction (twisted actuator)

Table 6.5: Cross-sectional constants of three-layer curved smart beam

S 1 2 3 4 5 6

1 2.92844� 107 0.779926 0.37095 0.0106538 -2563.01 -2340.98
2 0.779926 9.54986� 106 7224.5 3401.41 0.0300371 -0.00898333
3 0.37095 7224.5 9.57984� 106 672.544 11.15 0.557241
4 0.0106538 3401.41 672.544 625.599 -0.0210691 -0.000236855
5 -2563.01 0.0300371 11.15 -0.0210691 698.613 -3.89356
6 -2340.98 -0.00898333 0.557241 -0.000236855 -3.89356 1570.66

kV of potential difference is applied across the piezoelectric layer. The cross-sectional con-

stants for this initially twisted beam are obtained from VABS version 4.0, as speci�ed in

Table 6.5. The actuation termsFa1 = 2:8928� 103 N andM a2 = 2:2733� 101 Nm are used

as inputs into the equations. The direction of actuation terms remains the same with respect

to the local coordinate frame. Note thatk3 = �= (9L) rad/m andk1 = k2 = 0, and no ex-

ternal tip forces and moments are acting. The column matricesF̂ = 0 andM̂ = 0, and no

uniform distributed loads are applied, so that, the column matricesf = 0 andm = 0. On

solving Eqs. (5.31), (6.9), (6.11), and (6.12), Eqs. (6.13) – (6.16) for the initially curved

beam are now changed to
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Figure 6.10: Displacement inx2 direction (twisted actuator)

F =

8
>>>><

>>>>:

G1 sin(k3 (L � x1 ))+ G2 cos(k3 (L � x1 )) � f 2

k3
+ Fa1

G2 sin(k3 (L � x1 )) �G 1 cos(k3 (L � x1 ))+ f 1

k3
+ Fa2

F̂3 + Fa3 + f 3(L � x1)

9
>>>>=

>>>>;

(6.24)

where

G1 = f 1 � F̂2k3

G2 = f 2 + F̂1k3

(6.25)

M =

8
>>>><

>>>>:

T3+ T1 cos(k3 (L � x1 )) �T 2 sin(k3 (L � x1 ))
k3

2 + M a1

T4+ T2 cos(k3 (L � x1 ))+ T1 sin(k3 (L � x1 ))
k3

2 + M a2

T5 �G 2 cos(k3 (L � x1 )) �G 1 sin(k3 (L � x1 ))
k3

2 + M a3

9
>>>>=

>>>>;

(6.26)
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Figure 6.11: Displacement inx3 direction (twisted actuator)

where

T1 = k3(� F̂3 + m2 + M̂ 1k3)

T2 = f 3 + k3(M̂ 2k3 � m1)

T3 = k3(F̂3 � m2 + f 3(L � x1))

T4 = m1k3 � f 3

T5 = k3
2(M̂ 3 + m3(L � x1)) + k3(F̂1 + f 1(L � x1)) + f 2

(6.27)

8
>>>><

>>>>:

u1
0(x1) � k3u2(x1)

k3u1(x1) � � 3(x1) + u2
0(x1)

� 2(x1) + u3
0(x1)

9
>>>>=

>>>>;

= RF + ZM (6.28)

8
>>>><

>>>>:

� 1
0(x1) � k3� 2(x1)

� 2
0(x1) + k3� 1(x1)

� 3
0(x1)

9
>>>>=

>>>>;

= Z T F + TM (6.29)
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Figure 6.12: Rotation aboutx2 axis (twisted actuator)

The results for each section are transformed back into the global coordinate frame using

the rotation matrix�R .

�R =

2

6
6
6
6
4

cos(k3x1) � sin(k3x1) 0

sin(k3x1) cos(k3x1) 0

0 0 1

3

7
7
7
7
5

(6.30)

The displacements and rotations obtained in all three directions are plotted in Figs.

6.17 and 6.18. It can be observed that the results obtained from present work are in good

agreement with the results obtained from 3D FEM.

Sensor

The same smart beam is analyzed as a sensor. To analyze the full capabilities of the formu-

lated equations, for this case, electrical loads are applied on the curved beam that are equi-

potential to the mechanical loads applied in the case of an actuator. As seen in Fig. 6.16,
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Figure 6.13: Displacement inx2 direction (twisted sensor)

in addition to a tip point load of100 N in the positivex3 direction, the curved beam is

also subjected to a uniform distributed load of 10 kN/m towards positive localx2 direction.

From comparison with 3D FEM results, it is observed that these equations can predict the

displacements and rotations quite accurately in all three directions. The displacements and

rotations obtained in all three directions are plotted in Figs. 6.19 and 6.20. These accurate

1D results could be further used as inputs to recover unknown 3D displacements, stresses

and electric potentials.

Nonlinear Transient Analysis

In this case, we take the three-layer straight smart beam which was the subject of interest

in Case 1 as well. Here, the straight smart beam is treated as an actuator. As a reminder

to the readers, this cantilevered smart beam is made up of a piezoelectric layer on the top,

followed by an adhesive layer �xing it to an aluminum substrate as shown in Fig. 6.1.

Table 6.1 shows the geometrical and material properties of the beam. For the purpose of
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Figure 6.14: Displacement inx3 direction (twisted sensor)

actuation, a dynamic electric potential of12:49 sin(20t) kV is applied on the top surface of

piezoelectric layer and the bottom surface of the piezoelectric layer is grounded.

As usual, the cross-sectional constants in the form of the 6� 6 Generalized Timo-

shenko stiffness matrix are obtained from VABS as listed in Table 6.2. These along with

the actuation termsFa1 = 2:76337� 103 N and M a2 = 2:314 � 101 Nm which are

obtained by considering the amplitude of the electrical load are used as inputs into the

equations. As this problem involves a dynamic load, we employ a modi�ed form of the

mixed formulation discussed in Sec. 5.2 for a nonlinear transient electro-mechanical anal-

ysis. So, during the 1-D beam analysis using mixed-formulation, the constitutive law is

modi�ed as shown in Eq. (6.5) to accommodate dynamic actuator fores and moments as

Fa1 = 2:76337� 103 sin(20t) N andM a2 = 2:314� 101 sin(20t) Nm, respectively. Again,

ABAQUS is used for the 3D FEM analysis in a similar way as used in Case 1. Figure 6.21

compares the tip displacement of the straight beam treated as an actuator undergoing dy-

namic electrical loads. As seen from the plot, results obtained from the present methodol-
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Figure 6.15: Rotation aboutx2 axis (twisted sensor)

ogy are in very good agreement with results obtained from 3-D FEM.
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Figure 6.16: Three-layer curved smart beam

Figure 6.17: Displacement in all three directions (curved actuator)
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Figure 6.18: Rotations about all three axes (curved actuator)

Figure 6.19: Displacement in all three directions (curved sensor)
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Figure 6.20: Rotations about all three axes (curved sensor)

Figure 6.21: Tip displacement under dynamic electrical loads in the actuator
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Part 4

Recovery of 3-D Variables
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CHAPTER VII

DYNAMIC HISTORIES OF 3-D STRESSES IN NONLINEAR TRANSIENT

ANALYSIS

The ef�cient, high-�delity cross-sectional analysis tool, VABS developed out of the method-

ology researched at Georgia Tech, is the only analysis of its kind. VABS provides a vari-

ety of engineering models including structural models in the form of generalized clas-

sical, Timoshenko, and Vlasov models along with various non-classical effects for cross-

sectional analysis of composite beams made with arbitrary geometry. As described in Ch. I,

to perform structural analysis, one must determine the input information such as structural

loads, geometry, boundary conditions, and material properties. The results of such an anal-

ysis typically include stresses, strains and displacements. It is also important for VABS to

provide a high �delity recovery for 3-D variables such as stresses using results from GEBT.

A detailed account of the equations involved in the background of VABS and GEBT can

be found in the references [138, 187, 186] and [69]. Also, from Ch. II and Ch V details on

the theoretical framework of VABS and GEBT, respectively, can be obtained. This chapter

provides a closure to the entire structural analysis of beam-like structures in aerial vehicles

such as rotor blades. Here, a new framework is developed for the analysis based on VABS

and GEBT that is robust and applicable to a wide range of problems, speci�cally problems

with beams made of composite materials under dynamic loading. Existing capabilities of

VABS include calculation of the mass matrix, the stiffness matrix from a second-order
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asymptotically correct strain energy and a stress-strain displacement recovery which in-

corporates second-order warping solutions. This work to derive the second order warping

solutions has been completed by Rajagopal [138] and is suitably modi�ed for a transient

analysis in the present framework as shown in Sec. 7.1.2. Perturbing the warping to the

second-order results in a subsequent evaluation of the stress, strain and displacement to a

higher �delity. Since the stiffness matrix is correct up to second-order, evaluation of the

second-order warping is suf�cient to capture the second-order terms in the �nal expressions

for recovery. Therefore, the current recovery procedure is consistent with the same level of

�delity as the stiffness matrix.

Figure 7.1: Flowchart for obtaining the complete 3-D stress-strain-displacement history for
the dynamic analysis of composite beams
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For the dynamic analysis, a transient structural problem is solved by dividing the sim-

ulation range into numerous small time-steps. Furthermore, the unknowns and the 3-D

variables are evaluated at each time-step of this dynamic analysis, that makes use of the

values at previous time-steps. Through the present work, a framework to obtain histories of

3-D variables is proposed. That is, we focus on recovery of 3-D stresses and strains at each

time-step in a nonlinear transient structural analysis as shown in Fig. 7.1. The outputs from

this framework are similar to the outputs from 3-D FEM and are a good resource for com-

parison. This framework aims to generate, store, retrieve, visualize and analyze the large

amount of data generated at each time-step for providing an ability to understand material

deformation and failure.

Visualizing stress and strain has always been an attractive option for engineers to under-

stand the behavior of a component and make an engineering judgment about the location of

stress concentrations. Also, analyzing values of stresses and strains at all the time-steps in-

volved in the analysis can assist in the design process, especially in determining adherence

to the failure criteria. It is, however, not possible to accomplish this task using conventional

FEM tools due to excessive computational costs and lack of memory to handle the large

amount of data generated by a 3-D FEM solver. This chapter demonstrates the capability

of VABS and GEBT as computationally ef�cient, yet accurate tools for accomplishing the

task to recover the 3-D stress and strain �elds for all the locations in a 3-D beam at any

given instant of time in the simulation range. This chapter also contains all the equations

needed for obtaining a higher-order recovery of stress, strain and displacement in VABS

for a nonlinear transient structural analysis. Finally, some results from the new framework

are presented to demonstrate the 3-D stress histories in nonlinear transient analysis with

validation against 3-D FEM.
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7.1 Formulation for the 3-D Recovery

The Generalized Timoshenko (GT) model (note Eq. (2.52)) is obtained from the asymptot-

ically correct strain energy in two steps. Initially, the coef�cient matrices are obtained by

differentiating terms in the asymptotically correct second order strain energy with respect

to the strain. This process is followed by the application of nonlinear transformation equa-

tions with the help of 1-D equilibrium equations to make the coef�cient matrices represent

the shear strains instead of the 2-D beam generalized strain derivatives. As described in

Ch. II, Sec. 2.3, the warping solutions obtained are asymptotically correct up to the �rst

order of strain terms. These �rst-order warping solutions lead to the asymptotically correct

second order strain energy. Further, for a higher �delity recovery for 3-D variables such

as stresses, strains and displacements, warping solutions are desired to be asymptotically

correct up to the second order i.e. same order as that of the strain energy for the GT model.

7.1.1 Second-Order Analysis

This section develops higher order strain energy expressions for minimization with respect

to the warping variables perturbed to the second order. Thus, the procedure in this section

are directly following Sec. 2.3.2. For this purpose, the relevant terms in the strain energy

would now be fourth-order terms. The warping solutions for second order would be very

long and even longer would be the fourth-order strain energy expressions. However, our

interest is only to evaluate the second-order warping solutions so, some simpli�cations can

be made. Some terms in the strain energy expression are asymptotically correct up to the

second-order. These terms are obtained by substituting the �rst-order warping solutions, so

those terms would not enter the minimization problem for the computation of the second-

order perturbations (V2) to the �rst-order warping solutions. Also, the terms in the third-

and fourth-order strain energy can be simpli�ed to exclude the terms that do not containV2

becauseV0 andV1 are already identi�ed. Thus, an expression for the third-order terms in
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the strain energy can be written in terms of the warping variables (V2) as

2U3 =(2 V T
2 Da� 1 + 2V 0T

2 D `� 1 + 2V T
2 DR� 1 )� + 2V T

2 DaR1 V0 + V T
2 E1V0 + V T

2 E0V1

+ 2V T
0 DaR1 V2 + V T

1 E0V2 + V T
0 E1V2 + 2V T

2 Da`1 V 0
0 + 2V T

0 Da`1 V 0
2

=2V T
2 (E0V1 + DR � + DS� 0)

(7.1)

The above simpli�cation comes from Eq. (2.44). Also, the fourth-order terms in the strain

energy expression can be compiled as

2U4 =(2 V T
2 (Da� 2 + DR� 2 ) + 2 V 0T

2 D `� 2 )� + 2V T
2 DaR2 V0 + V T

2 DRR 2 V0 + V T
2 E2V0

+ 2V T
2 DaR1 V1 + V T

2 E1V1 + 2V T
1 DaR1 V2 + 2V T

0 DaR2 V2 + V T
0 DRR 2 V2

+ V T
2 E0V2 + V T

1 E1V2 + V T
0 E2V2 + V T

2 Da`2 V 0
0 + V 0T

2 D `` 2 V 0
0 + 2V T

2 DR` 2 V 0
0

+ 2V T
2 Da`1 V 0

1 + 2V T
1 Da`1 V 0

2 + 2V T
0 Da`2 V 0

2 + V 0T
0 D `` 2 V 0

2 + 2V T
0 DR` 2 V 0

2

= V T
2 E0V2 + 2V T

2 f [Da� 2 + DR� 2 + ( DaR2 + DRR 2 + E2 + D T
aR2

)V̂0

+ ( E1 + DaR1 + D T
aR1

)V1R ]� + [ � D `� 2 + ( Da`2 � D T
a`2

+ DR` 2 � D T
R` 2

)V̂0

+ ( E1 + DaR1 + D T
aR1

)V1S + ( Da`1 � D T
a`1

)V1R ]� 0+ [( Da`1 � D T
a`1

)V1S � D `` 2 V̂0]� 00g

(7.2)

Therefore, the �nal truncated functional to be minimized, is

F = V T
2 E0V2 + 2V T

2 (D0� + D1� 0+ D2� 00) + 2 V T
2 Dc�

+ 2V T
2 (E0V1 + DR � + DS� 0)

(7.3)
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The coef�cient matrices in the equation above are de�ned as

D0 = Da� 2 + DR� 2 + ( DaR2 + DRR 2 + E2 + D T
aR2

)V̂0 + ( E1 + DaR1 + D T
aR1

)V1R

D1 = � D `� 2 + ( Da`2 � D T
a`2

+ DR` 2 � D T
R` 2

)V̂0 + ( E1 + DaR1 + D T
aR1

)V1S

+ ( Da`1 � D T
a`1

)V1R

D2 = ( Da`1 � D T
a`1

)V1S � D `` 2 V̂0

(7.4)

The third-order terms cancel out after determination of the Lagrange multiplier in the vari-

ational problem with the subsequent substitution forV1. After the use of the warping con-

straints, the �nal equation for second-order warping can be written as

E0V2 = [ Dc(	 T Dc)� 1	 T � �]( D0� + D1� 0+ D2� 00) (7.5)

After elimination of the singularities associated withE0, the �nal expression for the second-

order warping is

V2 = V20� + V21� 0+ V22� 00 (7.6)

7.1.2 3-D Recovery in a Nonlinear Transient Analysis

As it is described in Sec. 2.1, the entire 3-D analysis for any beam problem is split into

a 2-D cross-sectional analysis and a 1-D beam analysis. The 2-D sectional analysis, as

shown in Fig. 7.1, provides the 2-D sectional elastic and inertia constants in the form of

6� 6 stiffness and mass matrices, respectively, if a Generalized Timoshenko model-based

analysis is invoked. While the sectional stiffness and mass matrices are the primary output

data from a VABS execution, the output �les also include solutions to the warping variables

demonstrated in Sec. 7.1 which assist in recovery of 3-D displacements once the solution

of 1-D variables such as the 1-D displacements, forces and moments are available at each

time step. Further, the information can be used to compute and visualize the 3-D stress-

strain state on the cross section as well. Given a set of six section stress resultants (the axial
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force, the two shear forces, the twisting moment, and the two transverse bending moments),

which de�ne the load acting on the section, it is a relatively simple computation to obtain

the stress distribution corresponding to a particular sectional load at a given cross section

along the span of the beam. This step can be repeated for all the sections to obtain values

for 3-D variables for the entire 3-D geometry at all time steps.

The 3-D quantities are recovered at each node on the cross-section. After calculation

of 1-D displacements from GEBT at each time step, the 3-D displacements for each time

steps at any point in a given cross section can be evaluated using

U(tk )
i (x1; x2; x3 = u(tk )

i (x1) + x � [C�i (x1) � � �i ] + Cij (x1)wj (x1; x2; x3) (7.7)

whereui are the 1-D displacements for the beam cross section obtained from GEBT (1-

D beam analysis outlined in Ch. V) at a time steptk andCij are the components of the

direction cosine matrix representing the �nite rotation of the cross-sectional frame of the

deformed beam. The warpingwj can be obtained from

w(x1; x2; x3) = S(x2; x3)
h
(V̂0 + V1R + V20)� + ( V1S + V21)� 0+ V22� 00

i
(7.8)

Now, we need to evaluate the1D generalized strain measures and their derivatives. A quick

summary of the various notations for the1D generalized strain measures and the relations

between them at each time step is as follows:

� (tk ) = b
 11 � 1 � 2 � 3cT

� (tk ) = b
 11 � 1 � 2 � 3cT


 (tk )
s = b2
 12 2
 13c

T

" (tk ) = b
 11 2
 12 2
 13 � 1 � 2 � 3cT

� (tk ) = � (tk ) + Q(tk ) 
 0
s + P (tk ) 
 s

(7.9)
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Hence, to determine� , one needs� and� 0, and the strain recovery needs", "0, "00, "000and

" (IV ) . After lumping the inertial terms with the applied loads, the1D beam equations can

be obtained from Eq. (5.26). Further,

F 0+ RF + � = 0

F (tk ) = bF (tk )
1 F (tk )

2 F (tk )
3 M (tk )

1 M (tk )
2 M (tk )

3
cT

R (tk ) = R (tk )(" ) =

2

6
4

~K 0

~e1 + ~
 ~K

3

7
5

� (tk ) =

8
><

>:

f (tk )

m(tk )

9
>=

>;

(7.10)

Note that theF (tk ) is not to be confused with the minimization functional used in Ch. II,

Sec. 2.3]. The 6� 6 cross-sectional �exibility matrix (� ) of the GT model is employed as

follows:

• " (tk ) = � F (tk ) =) R (tk ) can be evaluated

• F 0(tk ) = �R (tk )F (tk ) � � ; "0(tk ) = � F 0(tk )

=) R 0(tk ) can be evaluated

• F 00(tk ) = �R 0(tk )F (tk ) � R (tk )F 0(tk ) � � 0; "00(tk ) = � F 00(tk )

=) R 00(tk ) can be evaluated

• F 000(tk ) = �R 00(tk )F (tk ) � R (tk )F 00(tk ) � 2R 0(tk )F 0(tk ) � � 00; "000(tk ) = � F 000(tk )

=) R 000(tk ) can be evaluated

• F (IV )( tk ) = �R 000(tk )F (tk ) � 3R 00(tk )F 0(tk ) � 3R 0(tk )F 00(tk ) � R (tk )F 000(tk ) � � 000;

" (IV )( tk ) = � F (IV )( tk )
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Finally, the expression for strain is obtained as

� (tk ) =� a� w + � � � (tk ) + � Rw + � `w0

=� a� S(V0 + V1 + V2) + � � � (tk ) + � RS(V0 + V1 + V2) + � ` (V 0
0 + V 0

1 + V 0
2)

=
h
(� a� + � R)S(V̂0 + V1R + V20) + � �

i
� (tk )

+ [(� a� + � R)SV22 + � `S(V1S + V21)] � 00(tk )

+
h
(� a� + � R)S(V1S + V21) + � `S(V̂0 + V1R + V20)

i
� 0(tk ) + � `SV22� 000(tk )

(7.11)

The �nal expression for stress is simply

� (tk ) = D� (tk ) (7.12)

Hence, the formulation for the second-order 3-D stress, strain and displacement recov-

ery for a nonlinear transient analysis for generally anisotropic and initially curved and/or

twisted beams is complete. The information of 3-D variables is stored at each time step and

can be retrieved for visualization and analysis as demonstrated in Sec. 7.3

7.2 Store and Retrieve Histories of 3-D Recovery

In the present work, tools developed from equations presented in Refs. [187] and [186]

(viz., VABS and GEBT, respectively), are being used after suitable modi�cation by Ra-

jagopal [138] to include recovery with a higher �delity of sectional warping solutions.

This section provides the details of the framework developed for the purpose of generating

time histories of 3-D stress/strain. The process of obtaining the time histories primarily

involves the following steps:

1. Use a preprocessor such as PreVABS, a commercially available meshing tool or the

Delaunay triangulation to generate 2-D elements in a given beam cross section.
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2. Use the information about the mesh along with the material properties and layup

information for composite materials to write the VABS input �le.

3. Execute VABS to obtain the 6� 6 mass and stiffness matrices which are needed for

the 1-D analysis.

4. The derived matrices are then used to prepare an input �le for GEBT to generate the

1-D displacement �eld, the corresponding forces, moments and their derivatives.

5. This data is used in VABS along with the solution for the warping variables for

recovery of 3-D variables such as the 3-D stress, strain and displacement �elds.

To avoid the hassle of communicating between different tools using input �les, the

present framework integrates the 1-D analysis directly in VABS, so that the information

about 1-D variables is available directly to the user. Further, all these steps are linked

using sophisticated MATLAB scripts, which is also used for transforming the data in neat

contour plots that are visually appealing and easy to interpret as compared to large matrices

with numbers. Figure 7.1 shows the steps involved in obtaining the complete 3-D stress,

strain and displacement history for a composite beam. Analysis in GEBT provides the 1-D

variables for all time instantstk at each locationx i along the length of the beam which are

now directly transferred to VABS. Scripts and macros have been developed to automate the

execution of VABS recovery relations for each time-step to obtain the corresponding 3-D

variables. This procedure is repeated for all time-steps to get the complete evolution of the

3-D variables during the entire time domain.

7.3 Validation Studies

To demonstrate the evolution of the 3-D variables under different loading conditions we

use an isotropic cantilever beam and a composite beam as shown in Figs. 7.2 and 7.13.
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Figure 7.2: Sectional details of the cantilever isotropic beam

7.3.1 Isotropic Beam

First, we use the example of a straight cantilever beam having a rectangular cross section

as shown in Fig. 7.2. Since, isotropic beams are well understood we particularly chose

this example to demonstrate the various features of the present work in detail and also for

numerical validation with other �nite element analysis (FEA) tools. The geometric and

material properties of the beam are given in Table 7.1. The beam is subject to a vertical

transverse tip loadingf (t) = 1000 sin(4�t ) N. i.e., loading in the direction ofx3 atx1 = L,

whereL is the length of the beam.

Table 7.1: Geometric and material properties for the isotropic cantilever beam

Property value
Thickness 0:1 m

Width 0:5 m
Length (L) 2 m

Elastic modulus 69� 109 Pa
Poisson's ratio 0:327

Density 2700kg/m3

Figure 7.3 shows exactly how the dominant stress components� 11, � 12 and� 13 evolve

at the mid-section of the beam, along with the corresponding load values over the duration

of the applied load as shown in Fig. 7.4.

Similar graphs can be obtained for the stress components� 22, � 23 and � 33, but for

the given transverse loading and symmetry in the cross section, these stress components

are negligible compared to the dominant stress components. Figures 7.5a–c, show the

comparison of the the maximum and minimum values of� 11, � 12 and� 13, respectively, at

the mid-section, against 3D FEA (ANSYS) at all time steps.
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� 11 � 12 � 13

Figure 7.3: Some snapshots of the stress components� 11, � 12 and� 13 at the mid-section of
a cantilever beam over a time domain of1 secs, corresponding to the applied load shown
in Fig. 7.4
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Figure 7.4: Snapshot of the loading function; the red dots correspond to the time steps
when the stress plots are generated in Fig. 7.3

The present analysis does not involve any structural damping. An important observa-

tion here, is that even though the input force is sinusoidal in nature, the output stress has

a certain number of sub-peaks apart from the main peaks. Upon further investigation it is

revealed that the dynamic response of the beam constitutes a higher harmonic which may

or may not be avoided by the presence of structural damping. After performing an eigen-

value analysis to obtain natural frequencies and mode shapes through VABS and GEBT,

the natural frequencies for the �rst two bending modes are identi�ed to be19:46and120:91

rad/s. When the axial stress (� 11) amplitude is converted in frequency domain (as shown

in Fig. 7.6) with the help of a Fourier series transformation, it is found that the stress am-

plitude is picking up two main harmonics in entire transient analysis which correspond to

the �rst two bending modes obtained from eigenvalue analysis as the natural frequency

! = 2�f . However, from the plots in Fig. 7.5, it is evident from the main peaks that the

participation of the fundamental mode is higher as compared to the second bending mode

because the excitation frequency is4� . So, the sub-peaks are obtained due to the small but

signi�cant participation of a higher mode.

Another important observation is related to the inclusion of inertia effects. Figure 7.7

demonstrates a comparison between the results obtained from the present framework, 3-D

FEA and results from the present framework for a quasi-static analysis instead of a transient

analysis in the two aforementioned cases. A quasi-static analysis has been studied in the

past as an analysis where the forces change very slowly with respect to time, essentially
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(a) Maximum and minimum values of� 11 at the mid-section

(b) Maximum and minimum values of� 12 at the mid-section

(c) Maximum and minimum values of� 13 at the mid-section

Figure 7.5: Validation of the the maximum and minimum values of dominant stress com-
ponents at the mid-section, against 3D FEA (ANSYS)
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Figure 7.6: Stress (� 11) amplitude in frequency domain

neglecting the inertia effects. When inertia effects are neglected, the dynamic behavior

which is captured by the present analysis and the 3-D FEA can not be captured accurately.

Inability to include inertia effects in a nonlinear transient analysis is likely to underestimate

the stresses a rotor blade is subjected to and may result in failure if that blade is designed

without taking inertia effects into account.

Figure 7.7: Comparison of the the maximum values of� 11 at the mid-section obtained from
the present framework, without inertia effects and with 3D FEA (ANSYS)
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Further, a quantitative plot for the relative error in peak stresses, obtained from the

two methods, is presented in Fig. 7.8. The maximum error in determining the peak stress

amplitude through the present framework against 3-D FEA is less than 1.5% throughout

the entire nonlinear transient analysis.

Figure 7.8: Relative error in the values of stress (� 11) amplitude obtained from the present
framework when compared to 3-D FEA

As far as the location of peak values is concerted, Figs. 7.9–7.12 show the comparison

between the stress distributions obtained from VABS and ANSYS at the mid-section of

the beam, corresponding to the peak stress values. It is evident that the present framework

accurately identi�es locations for peak stresses when compared with the ones obtained

from 3-D FEA in ANSYS. This is a really important feature when designing any new

components.

Table 7.2 shows some of the key features of the two types of approaches in determin-

ing the 3-D variables - VABS/GEBT and 3-D FEA (ANSYS). The present framework, not

only provides high �delity recovery of 3-D variables without any ad-hoc assumptions, but

it is also much faster and requires minimum computational resources to achieve the same

level of results as compared to 3-D FEA software, which is our main motivation for the

development of the current work. A number of important results can be extracted from the

stored data depending on the requirements of the design like exact location of the maxi-

mum/minimum stress over the entire time domain, maximum displacement, 1-D force and
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moment variables for all time-steps, and much more.

Table 7.2: Comparison of computation variables (VABS vs 3-D FEM)

Comparable VABS + GEBT 3-D FEM (ANSYS)
Duration of Analysis 1 s 1 s

Time-Steps 400 400
Number of Elements 480(2-D); 100(1-D) 500oct. elements/section
Memory (RAM) used 2 GB; 1-core 16GB, 2-cores

Computation Time (Solver) � 20min � 7:5 hrs
Storage Requirements � 100MB � 60GB

7.3.2 Composite Beam

In this section, a 24-layer composite beam is chosen the geometric and material proper-

ties of which are mentioned in Tables 7.3 and 7.4, respectively, with detailed layup in-

formation present in Table 7.5. Once again, the beam is subject to a vertical loading

f (t) = 1000 sin(4�t ) for a duration of1 second at the tip of the beam, as shown in

Fig. 7.13. Figure 7.14 shows a snapshot from the dynamics time history data of all the

six stress components at the mid-section of the composite beam att = 0:502 sec. We

can observe how the different layers are stressed differently. Using these contour plots, a

user distinctly recognizes the layer which has the maximum stress under the given load-

ing. Consequently, the ply angle or the layup sequence can be modi�ed to mitigate the

design problem. Figure 7.15 shows the variation of the maximum and minimum values of

the stress component� 11 for all time-steps. It is important to note that even with reduction

in externally applied load to zero, there are locations in the mid-section which are stressed

at all times. Hence, we can observe that both the inertia effects and the couplings between

various modes of deformation are quite dominant, primarily due to the complex layup of

the composite beam.
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Figure 7.13: Schematic of a cantilever composite beam

Table 7.3: Geometric properties

Property value [mm]
Thickness 4:416

Width 5
Length (L) 11:32

Internal radius (R) 5
Ply thickness 0:184

Number of plies 24

Table 7.4: Material Properties

Property Value
E11 152800MPa

E22 = E33 8700MPa
G12 = G13 4200MPa

G23 3150MPa
� 12 = � 13 0:335

� 23 0:380

Table 7.5: Layup Sequence

Layup No. Angle No. Angle No. Angle No. Angle No. Angle No. Angle
1 -45 5 90 9 45 13 0 17 0 21 -45
2 0 6 -45 10 -45 14 90 18 45 22 45
3 45 7 -45 11 90 15 -45 19 45 23 0
4 -45 8 0 12 45 16 45 20 90 24 -45

7.3.3 Realistic Wind Turbine Rotor Blade

So far, this chapter demonstrates the capabilities of the present framework for beam sec-

tions with fairly simple geometric properties, such as those with rectangular cross sections.

However, the present framework is built on the foundations of tools designed for a compos-

ite beam with arbitrary cross-sectional geometry and layup. In the concluding portion of

this chapter, a nonlinear transient structural analysis of a wind turbine rotor blade is carried

out in the present framework. Figure 7.17 demonstrates a typical wind turbine blade's cross

section as taken from Chen [34]. The entire structure is divided into multiple skin segments

and web segments known as spars. This blade under consideration for the present study is
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