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the public is being asked to conserve. The public must
perceive the immediate need for conservation.

The most cost-effective means of communicating with
the water user should be used. Some of the methods used in
water conservation programs eclsewhere include: (1) direct
contact with customers, (2) mass media, (3) in-school
training, (4) speakers’ bureaus, (5) information booths, and
(6) participatory campaigns.

In addition to the general public education program
targeted at all customers, specific program elements can be
targeted at residential and or commercial large water using
customers. A home water survey, where the customer has
one-to-one interaction with a water conservation specialist,
can result in significant reductions in both indoor and
outdoor water use. The survey can include (1) checking for
leaks, (2) fumishing water-saving devices, (3) providing
advice on proper lawn care and developing a lawn irrigation
schedule, and (4) advising homeowners on household specific
conservation measures. Guidelines can be developed for
outdoor landscaping in order to reduce water demands. In
North Marin County, California, homeowners are given in-
centives to reduce landscape water use, such as by reducing
the perimeter of turf to the area of turf used in a landscape.
This incentive program is working well for multifamily resi-
dential developments. .

The non-residential landscape . water audit is a proven
technique for obtaining outdoor water savings. The objec-
tives of the audit are to improve irrigation uniformity,
improve irrigation scheduling and intensify turf maintenance.
In some cases water use has been reduced as much as 30
percent.

Hardware

Water conservation measures that are hardware devices
for use can be divided into two groups, those used in new
construction or remodeling, and those devices which modify
or replace existing fixtures to decrease their water usage.
This modification of existing fixtures is commonly referred to
as retrofitting.

Water saving devices for new construction are available
that have reduced water requirements while maintaining the
function of more water consuming devices. Low- and ultra-
low flush toilets are available that save 2 to 4 gallons per
flush over a standard toilet. Reduced flow shower heads and
faucets are available which reduce the flow rate while main-
taining the rinsing abilities of standard fixtures. Water
efficient clothes-washing machines reduce the water require-
ments by S to 6 gallons per load compared with standard
appliances. If all of these water saving devices were
installed in a new home, water saving could total 18 to 26
gallons per capita per day.

Existing homes can become more water efficient through
the use of retrofit devices. Toilets can be modified to reduce
flush volume by the use of toilet-tank displacement bottles,
water-closet dams, or toilet tank bags. Toilets can also be
checked for leaks and if they are leaking, up to 24 gallons
per toilet per day can be saved by replacing leaky ballcocks
and flapper valves. Showers can be made more efficient
through the use of a flow restrictor or by replacing the
existing shower head with a reduced flow shower head.
Faucets can be fitted with aerators with flow control.
Retrofit kits containing two low flow shower heads, two
toilet tank displacement devices, leak detection tablets, and
instructions are available for distribution to homeowners.
When the kits are installed, approximately 11 gallons of

water per capita per day may be saved. The savings from a
retrofit program are dependent upon installation. Distribution
and follow-up should be designed to assure the maximum
number of devices are installed. San Jose, California has
achieved an 85 percent installation rate for these devices,
resulting in an overall savings of 9 gallons per capita per
day. In a large area like San Jose, where 200,000 homes
have been retrofitted, they have reduced water use and
wastewater flow by 6 mgd.

WATER CONSERVATION FOR
SHORT-TERM DEMAND REDUCTION

In order to determine the actions required during a
period of water shortage, a six-step planning process, such as
the drought management process illustrated in Figure 1, is
normally undertaken. In Step 1, supply and demand data are
collected to determine how much water of acceptable water
quality will be available under various crisis condition. Steps
2 and 3 involve assessing water supply augmentation and

- water demand reduction options and setting triggering levels

for moving to a more or less serious phase. Step 4 repre-
sents the synthesis of information from previous steps.
Groups of water-saving measures are associated with pro-
gressive phases of water shortage. Plan implementation is
considered in Step 5. Step 6 represents the continuous
monitoring of program results and the adjustments of. water
shortage phase.

Typically, plans for dealing with water shortages consist
of three phases, for moderate, severe, and critical shortages.
Water use reductions for these progressively more severe
shortages are 5 to 10 percent, 10 to 20 percent, and 20 to 35
percent, respectively. The actions required for this plan to
become effective normally increase from voluntary, to restric-
tions on use, to allocation or rationing.

Water restrictions and rationing are water conservation
measures with the immediate effectiveness required in dealing
with a short-term water shortage. In addition, several quick
and effective ways to achieve residential and non-residential
water saving savings are:

Potential

Measure Water Savings

Residential retrofit 12 percent of indoor use
Residential water 5 percent of indoor use and
survey 25 percent of outdoor use

Non-residential retrofit 25 percent of indoor use

Non-residential audit’ 25 percent of outdoor
landscape water use

Non-residential process 10 to 25 percent of process
audit use

COST-EFFECTIVENESS OF
WATER CONSERVATION

Utilities can achieve great benefits when they consider
water conservation as part of their long-term water manage-
ment programs. A program of compatible water conservation
measures has the ability to reduce water demands in the
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Figure 1. Drought Management Steps
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service area, thereby delaying, or reducing the need for
additional supply, or other capital intensive needs.

Water conservation measures can be evaluated for their
cost-effectiveness in a given service area. A long-term pro-
gram would then be developed which included the measures
with the greatest benefit to the community for the lowest
Costs.

In order to compare water conservation with other water
supply measures, it is necessary to put all water supply
alternatives on a consistent basis, such as cost per volume of
water saved (or provided). In general, it is less costly to
reduce demand through conservation than to satisfy increased
demand with additional supply.

CONCLUSIONS

Water conservation can be an integral part of effective
water resource management, both as a water shortage re-
sponse and as a long-term strategy. As we work toward
managing water shortages, and ever increasing demands on
Georgia’s water resources, we should consider the potential
of water conservation in our water supply planning.

LITERATURE CITED

U.S. Water Resources Council, 1981. Guidelines for State
Water Management Planning. Federal Register, July 21.

Maddaus, W., 1987. Water Conservation. American Water
Works Association, Denver, Colorado.

California Department of Water Resources, 1988. Urban
Drought Guidebook.





